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Pump type ROTARY VANE PUMP - CN Series

Executions: Standard & API 676

Advantages: Self Priming

High Suction Lift

Self-adjustment of Wear Out

Capable of Pumping Low Viscosity Fluids at Outstanding Performances

Lower Power Consumption and Higher Capacity compared to other Positive Displacement Pumps

Interchangeable ports dimensions with other Major Rotary Vane Suppliers

Accurate Selection of Vanes Materials for allowing very low friction and minimal wear-out

Easy and Fast Maintenance (no need to disassembly from main line)

Versions for Reversible Operation (Double Shaft) are available for Loading and Unloading

Suitable to a wide range of Temperatures

PTO driven versions are available

CN Series Pump Model CN30 CN40 CN50 CN60 CN70

Suction Flange Ø 1.1/2” Threaded 
(Side)

2” (Side) 2,5” (Side) 3” (Side) 4” (Side)

Discharge Flange Ø 1.1/2” Threaded 
(Side)

2’’ (Top) 2,5” (Top) 3” (Top) 4” (Top)

Max Rotation speed: 1450 rpm  (flow = 15 
m3/h)

980 rpm 980 rpm 650 rpm 500 rpm

Flow rate (@ 980 rpm) – 1 cSt 10,5 m3/h 26 m3/h 44 m3/h - -

Flow rate (@ 780 rpm) – 1 cSt 8,5 m3/h 20 m3/h 35 m3/h - -

Flow rate (@ 640 rpm) – 22 cSt 6,9 m3/h 16 m3/h 28 m3/h 62 m3/h 115 m3/h @500 rpm

Flow rate (@ 400 rpm) – up to 1100 cSt 4,3 m3/h 10 m3/h 18 m3/h 40 m3/h 92 m3/h

Differential pressures [bar] 10 bar 7 bar 7 bar 7 bar 7 bar

Max. pressures [barg] 15 barg 10 barg 10 barg 10 barg 10 barg

Temperature range: -20 / +150 °C  [ -4 / 
302 °F]

-20 / +150 °C   
[ -4 / 302 °F]

-20 / +150 °C   
[ -4 / 302 °F]

-20 / +150 °C   
[ -4 / 302 °F]

-20 / +150 °C   
[ -4 / 302 °F]

Viscosity of the pumped fluid: From 0,3 cSt up to 500 cSt ; special executions for viscosities higher than 500 cSt are available on request

Handling Solid Particles & Dirty Fluids: Yes (small solids and limited amount)

Handling Aggressive Fluids: Yes

Pulsations: Very low

Flanged Adapters: Available on request: UNI PN10 - DIN PN16 & ANSI 150 

Standard Materials: Casing and Cover Vanes Rotor Shaft

Ductile Cast Iron GJS-400 Polimeric Fiber Ductile Cast Iron Carbon Steel 
AISI4140

Cast Steel (ASTM A216 WCB) Bronze Carbon Steel Stainless Steel AISI 
316

Stainless Steel AISI 316 PEEK Stainless Steel AISI 
316

Stainless Steel 
17-4PH

Special Materials: Duplex Stainless Steel Self Lubricating 
Alloys

Duplex Stainless Steel

Super Duplex  St. Steel Super Duplex St. Steel

Inconel Inconel Inconel

Titanium Titanium Titanium

Nickel-Aluminium Bronze Monel Monel

Alloy 20 Hastelloy Hastelloy

Hastelloy

Complete Units: We supply the complete unit: Pump, Reduction Gear or Variable Speed Drive, Motor, Baseplate

Certifications & Executions Pump Electrical group Other Motors

CE Standard CE Standard Diesel Engine on 
request

ATEX on request ATEX on request Hydraulic Motor on 
request

API 676 on request UL / NEMA on 
request

PTO Power Take-Off

APPLICATION FIELDS

Oil & Gas Light Hydrocarbons Medium  
Hydrocarbons

Oils Light Crude Oil Solvents

Marine & Shipbuilding: Transfer of Tanker 
Fluids 
Cargo Load and 
Offload

Light Fuel Oil 
Seawater

Lube Oil 
Naptha

Diesel Recycled Oil
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