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1 General information
1.1 Notes on the operating instructions

CAUTION!
Read the instructions!
Before beginning all work and/or operating devices or machines, it is
essential to read and understand these instructions. In addition,
always heed all the instructions relating to the product that are
included with the product!
All instructions are also available for download if you have mislaid the
original. Furthermore, you will always have the opportunity to get the latest
version of the manuals.
The German language manual is the original operating manual, which is
legally relevant.
All other languages are translations.
Particular attention should be paid to the following:
– Personnel must have carefully read and understood all instructions

belonging to the product before starting any work. The basic premise for
safe operation is observing all safety instructions and work instructions
in this manual.

– Figures in this manual are provided for basic understanding and may
deviate from the actual product.

– All instructions must be placed at the disposal of the operating and
maintenance personnel at all times. Therefore, please store all manuals
and guides as a reference for operation and service.

– If the system is resold, all manuals must always be supplied with it.
– The relevant sections of this operating manual must be read,

understood and noted before installing the system, using it for the first
time, and before carrying out any maintenance or repair work.

The most current and complete operating instructions are made available
on the Internet.
To download the instructions with a PC, tablet or smartphone, use the links
below or scan the QR codes shown.

General information
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The following instructions are available for the ‘Versatronic’ :

Download the Short instruction manual
‘Versatronic’  (Article No 417102279)
https://www.ecolab-engineering.de/fileadmin/download/bedienungsanleitungen/
mess-und-regeltechnik/Versatronic/417102279_KBA_Versatronic.pdf

Download the instruction manual
‘Versatronic’  (Article No 417102269)
https://www.ecolab-engineering.de/fileadmin/download/bedienungsanleitungen/
mess-und-regeltechnik/Versatronic/417102269_Versatronic.pdf

Download the description
‘Versatronic Modbus’  (Article No 417102397):
https://www.ecolab-engineering.de/fileadmin/download/bedienungsanleitungen/
mess-und-regeltechnik/Versatronic/
417102397_Beschreibung_Versatronic_Modbus.pdf

Download the description
‘Versatronic Profibus’  (Article No 417102396):
https://www.ecolab-engineering.de/fileadmin/download/bedienungsanleitungen/
mess-und-regeltechnik/Versatronic/
417102396_Beschreibung_Versatronic_Profibus.pdf

1.1.1 Call up operating instructions with smartphone / tablet
With the Ecolab ‘DocuAPP’  , all published operating instructions, catalogs, certificates
and CE declarations of conformity from Ecolab Engineering can be retrieved with
smartphones or tablets (Android  & IOS  systems).

The documents displayed in ‘DocuAPP’   are always up-to-date and new versions are
displayed immediately.

The following describes the installation of ‘Ecolab DocuAPP’  for Android
 and IOS (Apple)  systems. For further information on the Ecolab

DocuAPP, a separate operating manual (Art. No. 417102298) is available.

General information
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1.1.1.1 Installation of the ‘Ecolab DocuApp’  for Android
Android  based smartphones the ‘Ecolab DocuApp’   is located in the
"Google Play Store"  .
1. Call the "Google Play Store"  with your smartphone/tablet.
2. Enter the name „Ecolab DocuAPP“ in the search field.
3. Select by the search term Ecolab DocuAPP in conjunction with this symbol  the

‘Ecolab DocuApp’ .
4. Press the button [install].

ð The ‘Ecolab DocuApp’   will be installed.

Via a PC or a web browser, the ‘Ecolab DocuApp’   can be accessed via this link:
https://play.google.com/store/apps/details?id=ecolab.docuApp

1.1.1.2 Installation of the ‘DocuApp’  for IOS (Apple)
IOS  based smartphones the ‘Ecolab DocuApp’   is located in the "APP Store"  .
1. Call the "APP Store"  with your smartphone/tablet.
2. Go to the search function.
3. Enter the name „Ecolab DocuAPP“ in the search field.
4. Select by the search term Ecolab DocuAPP in conjunction with this symbol  the

‘Ecolab DocuApp’ .
5. Press the button [install].

ð The ‘Ecolab DocuApp’   will be installed.

1.1.2 Copyright
This manual is copyright protected.
Transferring this manual to third parties, reproduction in any form – even partially – and
the exploitation and/or disclosure of the contents without written permission from Ecolab
Engineering (hereinafter “the manufacturer”) is prohibited except for internal purposes.
Any contravention of this will result in claims for damages.
The manufacturer reserves the right to assert additional claims.
The copyright lies with the manufacturer. © Ecolab Engineering GmbH

1.1.3 Article numbers / EBS-Article numbers

Both item numbers and EBS numbers could be shown in these operating
instructions. EBS numbers are Ecolab-internal item numbers and are used
exclusively “internal within the group”.

1.1.4 Symbols, highlights and enumerations
Symbols, safety information
Safety instructions are marked in this manual with symbols.

General information
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The safety instructions are introduced with signal words which express the extent of the
danger.

DANGER!
This combination of symbol and signal word indicates an imminently
dangerous situation that will lead to serious or fatal injury if not avoided.

WARNING!
This combination of symbol and signal word indicates a potentially
dangerous situation which could result in serious or fatal injury if not
avoided.

CAUTION!
This combination of symbol and signal word indicates a potentially
dangerous situation that could lead to minor or slight injuries if not avoided.

NOTICE!
This combination of symbol and signal word indicates a potentially
dangerous situation that could lead to material damage if not avoided.

ENVIRONMENT!
This combination of symbol and signal word indicates possible dangers to
the environment.

Safety instructions in the operating instructions
Safety instructions can refer to specific, individual operating instructions.
Such safety instructions are embedded in the operating instructions, so they do not
interrupt the reading flow when executing the action.
The signal words described above are used.

Example:
1. Loosen screw.
2.

CAUTION!
Risk of trapping on the cover!

Close the cover carefully.
3. Tighten screw.

Tips and recommendations

This symbol highlights useful tips, recommendations and information for an
efficient and trouble-free operation.

General information
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Further markings
The following markings are used in this manual to highlight operating instructions,
results, collections, references and other elements:
Marking Explanation

1., 2., 3. ... Step by step operating instructions
ð Results of the operating steps

References to sections of this manual and related documents
Collections in no set order

[Button] Controls (e.g. button, switch), indicators (e.g. signal lights)
‘Display’ Screen elements (e.g. buttons, assignment of function keys)

1.2 Warranty
The manufacturer provides a warranty for operational safety, reliability and
performance under the following conditions only:
n Assembly, connection, adjustment, maintenance and repairs must be carried out by

qualified and authorised specialists with the aid of the User Manual and all the
provided documents.

n Our products are used in accordance with the instructions in the User Manual.
n Only original equipment spare parts are to be used for repairs.

Our products are built, tested and CE certified in accordance with current
standards/guidelines. They left the factory in a safe, faultless condition.
To keep the equipment in this condition and to ensure risk-free operation,
the user must observe the instructions / warnings, maintenance regulations,
etc. contained in these operating instructions and, if applicable, affixed to
the product.
The general warranty and service conditions of the manufacturer also
apply.

1.3 Manufacturer's service and contact address

Ecolab Engineering GmbH
Raiffeisenstraße 7
D-83313 Siegsdorf, Germany
Telephone (+49) 86 62 / 61 0
Fax (+49) 86 62 / 61 166

Email: engineering-mailbox@ecolab.com
http://www.ecolab-engineering.com

General information
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2 Safety and security
2.1 General safety advice

DANGER!
If you believe that the unit can no longer be operated safely, you must
decommission it immediately and secure it so that it cannot be used
inadvertently.
This applies:
– if the unit shown visible signs of damage;
– if the unit no longer appears to be operational,
– after prolonged periods of storage under unfavourable conditions

(perform functional check).
The following regulations must always be observed when handling
the system:
– Before any work takes place on electrical parts, the system must be

disconnected from the power supply and protected against being
switched back on.

– Safety regulations and prescribed protective clothing when handling
chemicals should be followed.

– Attention must be paid to the information included on the product data
sheet for the metering medium used.

– The system must only be operated with the supply and control voltage
specified in the Technical Data section.

2.2 Intended Use

WARNING!
This device is intended only for measuring validated liquids.
This device was developed, designed and built for industrial and
commercial use. The unit is not intended for private use.
Any use which extends beyond or differs from the appropriate use is
considered improper use!

CAUTION!
The intended use also includes compliance with all prescribed by the
manufacturer operating and operating instructions as well as all service and
maintenance requirements.

WARNING!
Danger of misuse!
Improper use may result in dangerous situations:
– Never use liquids if they are not validated.

Safety and security
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2.2.1 Unauthorised modification and manufacture of spare parts

CAUTION!
Unauthorised modifications or changes are permitted only after consultation
and with the permission of the manufacturer.
Original spare parts authorised by the manufacturer ensure safety.
The use of other parts excludes liability for the resulting
consequences.

2.2.2 Explosion protection

DANGER!
The device is not suitable for use in potentially explosive
environments.

2.3 Life span
Depending on properly conducted maintenance (visual inspection, functional testing,
replacement of parts, etc.), the life span is approximately 2 years.

Components that come into contact with product are excluded from the
warranty!

2.4 Safety measures taken by the operator
It is expressly up to the owner to train, monitor and instruct his operating and maintenance
personnel so that they comply with all of the necessary safety measures.
The frequency of inspections and controls must be complied with and documented.

2.5 Workforce requirements
Qualifications

DANGER!
Risk of injury if personnel are inadequately qualified!
If inadequately qualified personnel work on the system or are in the
hazardous area, hazards may arise that can cause serious injuries and
significant material damage.
– All work must be carried out by qualified personnel only!
– Keep unqualified personnel away from hazard areas.

Safety and security
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NOTICE!
Only those individuals who can be expected to perform their work reliably
are authorised as personnel. Individuals whose reactions are impaired, e.g.
by drugs, alcohol, medicines, are not authorised. When selecting
personnel, the valid age and occupation-specific regulations must be
observed.

2.6 Personal protection equipment (PPE)

DANGER!
Personal protective equipment, or PPE, is used to protect personnel.
The PPE described on the product data sheet (safety data sheet) of the
liquid to be measured must be used.

2.7 Explanation of the safety symbols used
2.7.1 Personal protective equipment - PPE

WARNING!
Face guard
A face mask must be worn when working in areas which are marked with
the symbol opposite. The face protection is used to protect the eyes and
face from flames, sparks or glow as well as hot particles, exhaust gases or
liquids.

WARNING!
Protective eyewear
Goggles must be worn when working in areas marked with the symbol
opposite. Protective eyewear protects the eyes against flying parts and
liquid splashes.

WARNING!
Protective work clothing
In the event of works in areas, which are identified with an adjacent symbol,
appropriate protective clothing is to be worn. Protective work clothing is
close-fitting clothing with low resistance to tearing, close-fitting sleeves and
no protruding parts.

WARNING!
Chemical resistant protective gloves
Suitable protective gloves must be worn when working in areas marked
with the symbol opposite. Chemical resistant safety gloves protect the
hands from aggressive chemicals.

Safety and security
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WARNING!
Protective gloves, mechanical hazards
In the event of works in areas, which are identified with an adjacent symbol,
appropriate protective gloves are to be worn. Safety gloves provide
protection of the hands against friction, grazes, punctures or deeper
wounds and against coming into contact with hot surfaces.

WARNING!
Safety shoes
Suitable protective shoes must be worn when working in areas marked with
the symbol opposite. Safety shoes protect the feet from bruising, falling
parts, slipping on surfaces and protecting against aggressive chemicals.

2.7.2 Information on hazards
Risk of fire

DANGER!
Risk of fire
If there is a risk of fire, it is imperative to use the designated extinguishing
agent and to implement suitable safety measures to tackle the fire.
It is also imperative here to comply with the safety data sheet for the
chemicals you use to tackle the fire!

Risk of slipping

DANGER!
Slipping hazards are marked by the symbol opposite.
Spilled chemicals create a risk of slipping when wet.

WARNING!
Risk of slipping due to fluid in the operation and provisioning area!
– Wear non-slip, chemically resistant shoes when working.
– Place product containers in a tank to prevent a slipping hazard caused

by leaking fluids.

ENVIRONMENT!
Immediately soak up any leaking liquids with a suitable binding agent and
dispose of properly.

Unauthorised access

DANGER!
Unauthorised access
The owner must ensure that unauthorised personnel are prevented from
accessing the operating area.

Safety and security

13 417102397 Rev. 1-10.2019



Dangers of chemicals

DANGER!
Risk of injury to the skin and eyes caused by the chemical used.
– Safety regulations and prescribed protective clothing when handling

chemicals should be followed.
– Notes in the product data sheet of the chemical used must be observed.

DANGER!
Wash hands before breaks and at the end of work. Handle with good
industrial hygiene and the use of the PSA can be found in the relevant
safety data sheet and observe.

ENVIRONMENT!
Leaking and spilled chemicals can harm the environment.
Professionally record and discard leaking and spilled chemicals according
to the instructions of the safety data sheet.
Be sure to pay attention to the use of the prescribed PPE.
Preventive action:
– Place product containers in a tank to collect leaking fluids without

harming the environment.

2.7.3 Environmental protection measures

ENVIRONMENT!
The environmental symbol denotes environmental protection measures.

2.8 Installation, maintenance and repair work

NOTICE!
Material damage by using incorrect tools!
Material damage may arise by using incorrect tools during assembly,
maintenance or troubleshooting. Only use the correct tools.

Safety and security

14417102397 Rev. 1-10.2019



DANGER!
Damage and injuries may occur if installation, maintenance or repair
work is carried out incorrectly.
– All installation, maintenance and repair work must only be performed by

authorised and trained specialist personnel in accordance with the
applicable local regulations.

– Safety regulations and prescribed protective clothing when handling
chemicals should be followed. Attention must be paid to the information
included on the product data sheet for the metering medium used.

– Prior to installation, maintenance and repair works the feeding of the
dosing medium should be disconnected and the system cleaned.

NOTICE!
Only original equipment spare parts may be used for maintenance
and repairs.

Safety and security
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3 Modbus protocol description
3.1 Master-slave principle

NOTICE!
The Versatronic can only be operated as a slave.

Communication between a master (e.g. a SCADA system or PLC) and a Versatronic as
slave via Modbus takes place on the basis of the masterslave principle in the form of a
data inquiry/instruction – response.
Depending on the transmission technology, the bus users (master and slaves) are
addressed as follows:
n For Modbus via a serial interface, all slaves are identified by their device address

(1 to 254). Master devices do not need an address.
Ä Chapter 6  ‘Modbus over a serial interface’ on page 37

n For Modbus via Ethernet, users are identified by their IP address. Slave responses
are sent to the IP address for the master.
Ä Chapter 7  ‘Modbus over Ethernet’ on page 39

The master controls data exchange by cyclically querying the slaves on the overall bus.
The slaves (e.g. Versatronic) have only a response function. The master has write and
read access to the slaves. This enables data to be communicated between master and
slave devices in real-time. Slaves cannot communicate with one another directly. In order
to transmit data from slave to slave, the master must extract data from one slave and
transfer it to the next.
As a rule, the master directs its queries to individual slaves. For this, it must communicate
with the individual slaves by means of their unicast address. Queries can be directed to all
slaves on the bus also in the form of a broadcast message. In this case, the broadcast
address ‘0’  is sued as the slave address. Slaves do not respond to broadcast queries.
Data collisions would otherwise result in serial bus systems.
For this reason, use of broadcast addresses only makes sense with function codes for
writing data. Broadcasts cannot be used with function codes for reading data.

Modbus protocol description
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3.2 Transmission media for Modbus
Serial interface
For data communication via a serial interface, the Modbus specification provides the
transmission modes RTU mode (Remote Terminal Unit) and ASCII mode (transmission of
data in ASCII format). The Versatronic supports only the RTU mode. Here, the data are
transmitted over the serial bus in binary format (RS422/485).
Ä Chapter 6  ‘Modbus over a serial interface’ on page 37.
Ethernet
Use of an Ethernet network is possible with the aid of Modbus/TCP. The Modbus data
are encapsulated in the form of Modbus/TCP telegrams in TCP segments of the TCP/IP
protocol family. In this way, it is possible to transmit Mod bus/TCP telegrams via Ethernet.
Ä Chapter 7  ‘Modbus over Ethernet’ on page 39.

3.3 Structure of a Modbus telegram
Modbus telegrams have the following structure:
Slave address Function code Data field Checksum CRC
1 byte 1 byte x bytes 2 bytes

Every telegram has four fields:
Slave address Device address of a specific slave
Function code Function selection (read/write words)

Data field

Contains the information (depending on the function code)

n word address / bit address
n number of words / number of bits
n word value(s) / bit value(s)

Checksum Detection of transmission errors

3.4 Function codes
The functions described in the following (from the Modbus standard) are available
for extracting measured values, device and process data, and for writing data.
Function code
Hex

Function code
Dec. Function Limit

03 or 04 3 or 4 Reading n words Max. 127 words (254 Bytes)
06 6 Writing one word Max. 1 word (2 Bytes)
10 16 Writing n words Max. 127 words (254 Bytes)

NOTICE!
If the device does not respond to these functions or generates an error
code, these can be evaluated.
Ä Chapter 3.8  ‘Error messages’ on page 25

Modbus protocol description
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3.4.1 Reading n words
This function is used to read n words, starting from a specific address.

Data request

Slave address Function
0x03 oder 0x04 Address of first word Number of words x Checksum CRC

1 byte 1 byte 2 bytes 2 bytes 2 bytes

Response

Slave address Funktionscode
0x03 or 0x04

Number of bytes
read Word value(s) Checksum CRC

1 byte 1 byte 1 byte 2 x bytes 2 bytes

Example
Reading the IP address of the device. The address used in the example is 10.10.1.69.
Since each octet of the IP address is saved in a word, it is necessary here to read
4 words, that is, 8 bytes.
For these and other Modbus addresses, see Ä Chapter 8  ‘Modbus address tables’
on page 41.

Hex code for the data query:
01 03 19 C9 00 04 93 6B
Slave Function address 1st word Number of words CRC

Hex code for the response (values in byte format):
01 03 08 00 0A 00 0A 00 01 00 45 37 E5
Slave Function bytes read 10 10 1 69 CRC
 IP address  

3.4.2 Writing one word
The data blocks for the instruction and response are identical when writing a word.

CAUTION!
Write operations in some R/W parameters result in them being saved in the
EEPROM or flash memory. These memory modules have only a limited
number of write cycles (approx. 100,000 or 10,000).

Thus, frequent writing of certain variables can result in a memory error.
The number of write operations should therefore be kept as low as possible. Write
operations can also be carried out using ‘external analog inputs’ . ‘External analog inputs’
are not saved in the EEPROM or flash memory, and are suitable for fast write cycles.

Instruction
Slave address Function 0x06 Word address Word value Checksum CRC
1 byte 1 byte 2 bytes 2 bytes 2 bytes

Modbus protocol description
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Response
Slave address Function 0x06 Word address Word value Checksum CRC
1 byte 1 byte 2 bytes 2 bytes 2 bytes

Example
This example describes how to write a command for the value "Binary value of external
binary input 1" of the device. In this case, the slave address of the device is 1, the word
address is 0x17E2 (Ä Chapter 8.1.8  ‘Manual values’ on page 51) and the word to write
should be "1".

Hex code for the instruction:
01 06 17 E2 00 01 ED 88
Slave Function Word address Value CRC

Hex code for the response:
01 06 17 E2 00 01 ED 88
Slave Function Word address Value CRC

3.4.3 Writing n words
Instruction

Slave address Function 0x10 Address of
first word

Number of
words x

Number of
bytes 2 x

x word
value(s)

Checksum
CRC

1 byte 1 byte 2 bytes 2 bytes 1 byte 2 x bytes 2 bytes

Response
Slave address Function 0x10 Address of first word Number of words x Checksum CRC
1 byte 1 byte 2 bytes 2 bytes 2 bytes

Example
Writing the word ‘North plant’  (ASCII coding with terminating code:
0x41 0x6E 0x6C 0x61 0x67 0x65 0x20 0x4E 0x6F 0x72 0x64 0x00) from word address
0x1000 as device name. Ä Chapter 8.1.1  ‘Basic settings’ on page 41

Hex code for the instruction:

01 10 10 00 00 06 0C
41 6E 6C 61
67 65 20 4E
6F 72 64 00

DD 7D

Slave Function address 1st
word

Number of
words

Number of
bytes

Text in UTF-8
encoding CRC

Hex code for the response:
01 10 10 00 00 06 44 CB
Slave Function address 1st word Number of words CRC
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3.5 Data types

Data type Description Access

Possible
Function
codes

Number
Modbus
register

Byte

Low byte of a word as an integer value; the high byte is not
used.

Value ranges:

n 0 to 255 for unsigned data
n 128 to 127 for signed data

read only 03, 04

1
read/ write 03, 04, 06,

16

Word

Word (16 bit) as integer value

Value ranges:

n 0 to 65535 for unsigned data
n -32768 to 32767 for signed data

read only 03, 04

1
read/ write 03, 04, 06,

16

Floating
point

2 words as 32-bit floating-point number with coding to IEEE
754, where it must be kept in mind that bytes 1 and 2 are
interchanged with bytes 3 and 4 during transmission.

S = Sign bit

E = Exponent (two's complement)

M = 23-bit normalized mantissa

IEEE 754 standard coding

read only 03, 04

2
read/ write 03, 04, 16

 Byte 1 Byte 2 Byte 3 Byte 4
SEEEE
EEE EMMMMMMM MMMMMMMM MMMM

MMMM
Modbus coding of floating-point variables in the Versatronic
 

1. Address of the 1st Modbus register
for variables

Address of the
2nd Modbus
register for
variables

Byte 3 Byte 4 Byte 1 Byte 2

MMMMMMMM MMMMMMMM SEEEE
EEE

EMMM
MMMM

When creating customer-specific applications, the correct
byte sequence in storage format needs to be checked.
Many compilers use the following storage format:

Compiler coding
 Byte 4 Byte 3 Byte 2 Byte 1

 MMMM
MMMM

MMMM
MMMM

EMMM
MMMM SEEEEEEE

 Adress x Adress
x+1

Adress
x+2 Adress x+3

Uint32
Double word (32-bit) as unsigned integer value

Value range: 0 to 4.294.967.295

read only 03, 04
2

read/ write 03, 04, 16

Char[60]

Character string for up to 20 Unicode characters in UTF-8
coding with up to 3 bytes per character

The character string thus consists of up to 60 bytes. Each of
the 30 Modbus register words contains 2 successive bytes
of the character string.
Note that the character string must always have "\0" (ASCII
code 0x00) as the terminating code.

read only 03, 04

30
read/ write 03, 04, 06,

16

Bool
Least significant bit in a word as bit value

0000 0000 0000 0001 = 1 or TRUE
0000 0000 0000 0000 = 0 or FALSE

read only 03, 04
1

read/ write 03, 04, 06,
16
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3.6 Examples of data transmission
The function 0x03 or 0x04 (writing of n words) is used to extract integers, floating-point
values and text values.

Data request

Slave address Function 0x03 oder
0x04 address First word Number of words Checksum CRC

1 byte 1 byte 2 bytes 2 bytes 2 bytes

Integer values are transmitted via the Modbus in the following format:
The high byte first, followed by the low byte.

Response

Slave address Function 0x03 or
0x04 Number bytes read Word value(s) Checksum CRC

1 byte 1 byte 1 byte x bytes 2 bytes

3.6.1 Integer values
Example
In this example, the value of the maximum output level will be read out from parameter set
1 of controller channel 1 at address 0x13C1 (Ä Chapter 8.1.24  ‘Controller parameter
maximum output level’ on page 60).
The value here should be "100" (word value 0x0064).

Data query:
01 03 13 C1 00 01 D1 72
Slave function Address of 1st word Number of words CRC

Response (values in Modbus floating-point format):
01 03 02 00 64 B9 AF
Slave function Bytes read Integer value CRC
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3.6.2 Float values
The Versatronic operates using the IEEE 754 standard format for floating-point values
(32-bit), but with the difference that bytes 1 and 2 are interchanged with bytes 3 and 4.

Answer (values in Modbus float format):
Single float format (32-bit) acc. to Standard IEEE 754
SEEEEEEE EMMMMMMM MMMMMMMM MMMMMMMM
byte 1 byte 2 byte 3 byte 4

S - Sign bit
E - Exponent (two's complement)
M - 23-bit normalized mantissa

Modbus floating-point format
Single-Float-Format (32 Bit) nach Standard IEEE 754
Modbus address x Modbus address x+1
MMMMMMMM MMMMMMMM SEEEEEEE EMMMMMMM
byte 3 byte 4 byte 1 byte 2

Example
In this example, the value "IN 7 limit alarm 1" is to be extracted at address 0x10C9 of the
device. The value here is to be 550.0 (0x44098000 in the IEEE 754 format).

Data request:
01 03 10 C9 00 02 10 F5
Slave Function address 1st word Number of words CRC

Response (values in Modbus floating-point format):
01 03 04 80 00 44 09 20 F5
Slave Function Bytes read Floating-point value CRC

After being transmitted from the device, the bytes for the floating-point value must be
interchanged accordingly. Many compilers (for example, Microsoft® Visual C++) store the
floating-point values in the following sequence:

Floating-point value
Adress x Adress x+1 Adress x+2 Adress x+3
MMMMMMMM MMMMMMMM EMMMMMMM SEEEEEEE
byte 4 byte 3 byte 2 byte 1

NOTICE!
The sequence of the bytes depends on how floating-point values are saved
in the application concerned. It may be necessary for the bytes to be
interchanged in the interface program accordingly.
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3.6.3 Character strings (texts)

NOTICE!
Character strings are transmitted in ASCII format.
A "\0" (ASCII code 0x00) must always be transmitted as the terminating
code. Characters after this mark are without significance.
Knowing that the transmission of texts takes place word by word
(16-bit register), 0x00 is additionally appended where an odd number of
bytes is used (incl. "\0").
The maximum length specified in the address table for strings also includes
the terminating "\0". This means that, in the case of "Char 60", the text,
including "\0", must not be longer than 60 bytes.
In the case of 19 Unicode characters having a length of 3 bytes each, only
2 bytes remain for the 20th character. 1 byte is needed for the terminating
code.

Example
Querying the text from address 0x1000, this address holds the character string for the
device name ‘North system’
(ASCII code: 0x41 0x6E 0x6C 0x61 0x67 0x65 0x20 0x4E 0x6F 0x72 0x64).

Hex code for the query:
01 03 10 00 00 07 00 C8
Slave function Address 1st word Number of words CRC

Hex code for the response:

01 03 00 0E
41 6E 6C 61 67 65
20 4E 6F 72 64 00
00 AA

C5 DF

Slave function Bytes read Word values (ASCII
characters) CRC

NOTICE!
The value (here: AA) before the CRC sum (here: C5DF) is not considered,
since it follows the terminating code "\0".
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3.7 Checksum (CRC16)
Calculation principle
Transmission errors are detected with the aid of the checksum (CRC16). If an error is
detected during evaluation, the device concerned does not respond.

CRC = 0xFFFF
 CRC = CRC XOR ByteOfMessage

For (1 to 8)
 CRC = SHR(CRC)

if (flag shifted to the right = 1)
then CRC = CRC XOR
0xA001

else

while (not all BytesOfMessage processed);

NOTICE!
The low byte of the checksum is transmitted first!
Example:
The CRC16 checksum CC DD is transmitted and represented in the
sequence DD CC.

Example
Query the binary value of the wash timer 1 at address 0x14E5:

Instruction: Read one word from address 0x14E5
01 03 14 E5 00 01 90 0D
Slave Function Adresse Read one word CRC

Response (CRC16 = 0x8479)
01 03 02 00 01 79 84
Slave Function Number of bytes Word 1 CRC

Word 1 = 1 means that the binary value of wash timer 1 = 1.
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3.8 Error messages
3.8.1 Modbus error codes

Requirements for Modbus communication
The following conditions must be met for a slave to receive, process, and respond to
queries:
n Baud rate and data format of master and slave must match.
n The correct slave address must be used in the query.
n Slave devices respond only after a successful checksum check of the query by the

slave. Otherwise, the query is rejected by the slave.
n The instruction from the master must be complete and conform to the Modbus

protocol.
n The number of words to be read must be greater than 0.
Error codes
If the data query from the master has been received by the slave without transmission
errors but cannot be processed, the slave responds with an error code. The following error
codes may occur:
n 01 = invalid function; the function codes supported by the Versatronic are listed in
Ä Chapter 3.4  ‘Function codes’ on page 17

n 02 = Invalid address or too many words or bits should be read or written
n 03 = Value is outside the admissible range
n 08 = Value is write-protected

Response to malfunction
Slave address Function XX OR 80h Error code Checksum CRC
1 byte 1 byte 1 byte 2 bytes

The function code is OR-gated with 0x80. As a result, the highest-value bit (msb) is
set to 1.
Example

Data query:
01 06 23 45 00 01 52 5B
Slave Write word Word address Word value CRC

Response (with error code 2):
01 86 02 C3 A1
Slave OR function Errors CRC

Response with error code 02, because the address 0x2345 does not exist.
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3.8.2 Error messages for invalid values
For measured values in float format, the error number itself is displayed as a value,
i.e. instead of the measured value, the error number is returned.

Error code for float
values Error
1,0 × 1037 Underrange
2,0 × 1037 Overrange
3,0 × 1037 Not a valid input value
4,0 × 1037 Division by zero
5,0 × 1037 Mathematical error
6,0 × 1037 Invalid compensation temperature
7,0 × 1037 Invalid floating-point value
8,0 × 1037 Integrator or statistics destroyed

Example
Reading in the external analog input 1 at Modbus address 0x17B2:

Data request:
08 03 17 B2 00 02 61 01
Slave Funktion Word address Number of words CRC

Response:
08 03 04 8E 52 7D B4 C8 ED
Slave Funktion Bytes read Error code CRC

The measured value 0x7DB48E52 (=3.0 × 1037) received from analog input 1 indicates
that this is an invalid input value.
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3.8.3 Error codes as integer feedback values
For some longer processes (for example, sending an email or active transmission of
frames as Modbus master), an error code is entered in a result field or event list at the
end. The error codes can be queried at the Modbus addresses starting at 0x19CD.
Ä Chapter 8.2.24  ‘Modbus error’ on page 86.
Error codes for faults on the Versatronic digiLine bus can be found from address 0x1B46.
Ä ‘Last error code’  on page 96.

Error codes
Error codes Description
Error list: Program memory management
1 Program cannot be created
2 Program does not exist
3 Program cannot be deleted
4 Section cannot be deleted
5 Checksum cannot be stored
6 Checksum cannot be read
7 Program cannot be copied
8 Section cannot be copied
9 Program checksum error
10 Program pointer tab. checksum error
11 Program memory end
12 Section does not exist
13 Repeat jump marks
Error list: General input and output
14 Please use the ENTER key to confirm
15 Invalid number of digits
16 The entry contains invalid characters
17 Value outside of limits
18 Section not programmed correctly
19 Password error
Error list: Keypad and program lock
26 Keypad is locked
27 Programming is locked
28 Write error in the ser. EEprom (Calib)
29 Hardware error: MANUAL + AUTO locked
30 Editing during active program inadmissible
31 Copying during active program inadmissible
32 MANUAL is inadmissible during AUTO lead time
33 Section change! Image update needed
34 No DB number, image update from PLC
35 No DB number for process values from PLC
36 Printer busy or not ready
37 Setpoint value 1 not programmed
38 Set up printer (config. / interface)
39 Possible only when device in MANUAL mode
40 Autotuning already running
41 Time axis elapsed or not programmed
42 Time axis cannot be copied
43 Time axis does not exist
44 Program change is locked
45 MANUAL operation is locked
46 Program start is locked
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Error codes Description
Error list: Interface processing
47 Incorrect response length
48 Timeout error (no response)
49 Error reported in telegram protocol
50 Checksum error
51 Parity error
52 Framing error
53 Interface buffer full
54 Addressing error (e.g. address does not exist)
55 Incorrect or unexpected command
Error list: Event processing
60 Event could not be created
61 Event setting failed
62 Event clear failed
63 Event wait failed
64 Event close failed
65 Event open failed
66 Sync error between group and data manager
Error list: Message processing
70 No queue memory available
71 Message queue cannot be opened
72 Message pool cannot be created
73 Memory cannot be requested from memory pool
74 Message cannot be sent
Error list: Processing of MQX functions
80 Task creation failed
81 Hardware timer not created
Error list: Flash memory processing
90 Flash memory write error
Error list: Other errors
100 Undefined error
101 Division by zero
102 Cannot find RAM
103 RTC runtime exceeded
104 ID does not exist
105 Index too large (overflow)
106 Invalid data
107 Invalid parameter
109 String without 0 characters
110 Timeout during initialization
111 Value must not be written to
112 Log entry with error bits that trigger debug mode
Error list: Sending email via modem and Ethernet
120 Step error in state automation
121 Invalid response length
122 No CONNECT from modem
123 FCS checksum incorrect
124 Unexpected value or response
125 Conf request not accepted
126 No conf request from opposite end
127 No CHAP request from opposite end
128 Response timeout
129 Unknown modem response
130 Unexpected OK from modem
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Error codes Description
131 Unexpected CONNECT from modem
132 Unknown frame received
133 Unexpected PROTOCOL from modem
134 Unexpected COMPRESS from modem
135 Invalid PPP packet received
136 Unexpected BUSY from modem
137 Unknown authentication protocol
138 Ignored LCP option
139 Unexpected DELAYED from modem
140 Unexpected NODIALTONE
141 Unknown PPP protocol
142 Unknown PAP code
143 Ignored IPCP option
144 Ignored IPCP code
145 Unknown CHAP code
146 IP checksum incorrect
147 Unknown IP protocol
148 Unknown ICMP type
149 Unknown LCP type
150 Received as client DNS request
151 Unknown DNS error
152 DNS response is split
153 No IP received via DNS
154 Unknown UDP port
155 TCP checksum incorrect
156 Incorrect TCP port
157 Unknown TCP-SYN option
158 TCP port not used
159 Unknown POP3 response
160 Unknown SMTP response
161 Unknown DNS name
162 No MD5 requested for CHAP
163 Authentication error
164 Canceled from opposite end
165 Error creating TCP socket
166 Error binding TCP socket
167 Error during TCP connect
168 Error sending TCP telegram
169 Error closing TCP socket
170 Error during TCP listen
171 Reset during TCP accept
172 Error during TCP accept
173 SMTP server reports syntax error
174 TCP socket is already closed
175 Incorrect frame configuration
176 Already sent from the gateway
Error list: Processing digital sensors
180 Invalid device address
181 Invalid dig. HW address
182 Invalid sensor type
183 Invalid sensor subtype
184 Invalid sensor VdN no.
185 Invalid sensor software version
186 Invalid sensor TAG no.

Modbus protocol description

29 417102397 Rev. 1-10.2019



Error codes Description
187 Invalid calibration routine
188 Invalid calibration step
189 Calibration not permitted
190 Sensor reports error
191 Collision in device address range 10 to 19 (reserved address range for Versatronic

ecoLine O-DO)
192 Collision in device address range 40 to 49 (reserved address range for Versatronic

ecoLine NTU)
193 Calibration value outside valid limits
194 Calibration signal has been reset (see chapter "Calibration signals", page 74)
195 Collision in device address ranges 20 to 39 or 50 to 89 (reserved address range for

membrane-covered sensors from Versatronic with product group numbers 20263x)
Error list: File system processing
200 Error installing partition manager
201 Error installing MFS file system
202 Error uninstalling partition manager
203 Error uninstalling MFS file system
300 Parameter is not a config. type
301 Buffer too small
302 Function ID not transmitted
303 The COE transmission is possible only for individual instances
304 Parameter is not an "Art_P" type
305 Function index in system IO not transmitted via COE
Error list: File systems
400 General errors in the Versatronic file system
401 General errors in the boot loader file system
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4 Interfaces
4.1 Location of interfaces

The Versatronic has a RS422/485 interface (COM 1 on the base unit) as standard.
This is designed for transmission using the Modbus protocol (slave) or for connecting
Versatronic digiLine master devices.
Optionally, an additional RS422/485 or PROFIBUS-DP interface can be retrofitted in the
COM 2 expansion slot and an Ethernet interface in the LAN slot.
The following optional boards are available:
n Serial interface RS422/485 for Modbus RTU or Versatronic digiLine

(part no. 00581172)
n PROFIBUS-DP (part no. 00581173)
n Ethernet (part no. 00581174)
Both serial interfaces can be operated with the Modbus protocol (Modbus RTU, slave) or
Versatronic digiLine.

NOTICE!
The type designation on the nameplate of the device indicates the optional
interfaces that were factoryassembled. The relevant information can be
found in the chapter entitled " ‘Identifying device version’ " in operating
manual B 202581.0 or the installation instructions B 202581.4
(the installation instructions are included in the scope of delivery).
Optional interfaces can also be added by the user. Information regarding
this can be found in the ‘Retrofitting optional boards’  section in the
operating manual B 202581.0 or the installation instructions B 202581.4
(the installation instructions are included in the scope of delivery of the
device).

Overview of connections

Fig. 1: Overview of connections

1 Base unit COM 1 for RS422/485 serial interfaces
(Modbus RTU or the manufacturer's sensor
technology)

2 Expansion slot COM 2 for PROFIBUS-DP or
RS422/485 serial interfaces (Modbus RTU or the
manufacturer's sensor technology)

3 LAN expansion slot for Ethernet interface
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4.2 Interface assignment
Connector/
terminal

Connection
variant Terminal assignment

LAN Ethernet

1 TX+

2 TX-

3 RX+

6 RX-

Transmission data +

Transmission data -

Received data +

Received data -

COM 1

Serial interface
(RS422)

4 RxD+

5 RxD-

6 TxD+

7 TxD-

Received data +

Received data -

Transmission data +

Transmission data -

Serial interface
(RS485)

6 RxD/TxD+

7 RxD/TxD-

Transmission/received
data +

Transmission/received
data -

COM 2

Serial interface
(RS422)

1 RxD+

2 RxD-

3 TxD+

4 TxD-

Received data +

Received data -

Transmission data +

Transmission data -

Serial interface
(RS485)

3 RxD/TxD+

4 RxD/TxD-

Transmission/received
data +

Transmission/received
data -

NOTICE!
A twisted connecting cable with shielding must be used to connect the
RS422/485 interface.
An RJ45 patch/crossover cable (CAT5 or higher) must be used to connect
the LAN interface.
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4.2.1 Terminating resistors
Optional boards for serial interfaces RS422/485 have integrated terminating resistors.
The terminating resistors can be activated and deactivated via the DIP switch next to the
connection port on the optional board. For the RS422/485 interface "COM 1" on the base
unit, terminating resistors must be installed by the customer.
Correct installation/configuration of the terminating resistors at the ends of the bus line
must be assured before commissioning an RS422/485 interface.
The following table shows the positions of the DIP switches on the RS422/485 optional
board for activating and deactivating the terminating resistors.

RS422/485 without terminating resistors (deactivated)

RS422/485 with terminating resistors (activated)

NOTICE!
Trouble-free operation requires terminating resistors at the beginning and
end of an RS422/485 transmission path.

Terminating resistors for optional boards

Interfaces

33 417102397 Rev. 1-10.2019



5 Configuring interfaces

CAUTION!
After every configuration change, the device restarts functions affected by
the changes.
Analog and digital inputs may assume undesired states during the startup
process.
For this reason, configuration changes must never be made while a system
is operating .

CAUTION!
Improper installation or the wrong settings on the device can result in
unexpected operating states of a plant.
This can disrupt processes or result in damage.
For this reason, it is always necessary to provide safety devices that are
independent of the device and to allow settings to be made only by
technical personnel.

NOTICE!
When changing configuration data that are relevant for the data monitoring
and recording function, data recording is terminated and a new recording
session begun.
Changes to the configuration settings described in this chapter can be
made directly on the device or via the Versatronic PC setup program.
Changing settings in the ‘Configuration’  menu is possible only if a user is
logged in with the appropriate user rights.

In the operating manual of the Versatronic operation, configuration and parameterization
procedures are explained in detail. Information about user login is also provided there
ð B 202581.0
Settings for serial interfaces
For all user devices on a bus to be able to communicate with one another, their interface
settings must match. The table below shows the setting options for the serial interfaces on
the Versatronic.
Open:
Device menu > Configuration > Serial interface >Serial interface 1 to 2.
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Configuration
item Selection/settings Description

Protocol Modbus slave
Modbus digital sensors

Communication protocol

Modbus Slave: For operation of the device as a slave in a
Modbus system

Modbus digital sensors: For the operation of Versatronic
sensors with digiLine electronics at the serial

interface (see order details: extra code "Versatronic
digiLine protocol activated")

The Versatronic can be configured either via the interface
on the base unit or the optional serial interface (if present)
for digital sensors (digiLine operation).

Simultaneous use of both interfaces for digiLine operation
is not possible.

Baud rate

9600

19200

38400

Transmission speed (symbol rate) of the serial interfacea

When connecting digital sensors from the product groups
2026xx, the baud rate must be set to 9600 baud prior to
startup.

Otherwise, the sensors will not begin operation.

Data format

8 - 1 - no parity

8 - 1 - odd parity

8 - 1 - even parity

Format of the data worda

Information bit - stop bit - parity

Minimum response
time 0 to 500 ms

Minimum time from receipt of a query to sending of a
response.

This parameter is used to adjust the response speed of the
device to slower bus users.

Device address 1 to 254

for "Modbus Slave" protocol only: A bus user's unique
ID

0 = Broadcast addressb

1 to 247 = Unicast addressesc

248 to 254 reserved addressesd

a For all users to communicate with one another, these setting be the same on all users.
b Device addressing is specified in the Modbus standard. The broadcast address must not
be used as a slave address. It is intended for broadcast messages.
c Unicast addresses are intended for use as slave addresses. They are used to specify
the slave devices uniquely so that the master can communicate with them explicitly.
d In the standard Modbus, the address range 248 to 254 is reserved for future use. In the
device, these addresses can be used as slave addresses.
Settings for Ethernet interface
A patch/crossover cable with an RJ45 connector is required to use the Ethernet interface.
The Ethernet interface can be configured directly on the device or with the aid of the
Versatronic PC setup program.
The following protocols can be used for communication over Ethernet:
n Modbus/TCP for communication with Modbus masters over Ethernet
n Communication with the PC setup program via the HTTP protocol
n E-mail sent using the SMTP protocol
DHCP and DNS are also supported. It is possible to obtain the IP configuration
automatically via DHCP.
If necessary, the IP configuration can also be set up manually.

Configuring interfaces

35 417102397 Rev. 1-10.2019



Open: Device Menu > Configuration > Ethernet
Configuration item Selection/settings Description

Assign IP address
Manually

Automatically

Manually: If no DHCP server is installed on the network
and the IP address configuration is known (e.g. by the
network administrator), the data are entered manually.
Automatically: A DHCP server is installed on the network.
After being switched on and booted the Versatronic
receives the IP configuration from the DHCP server; IP
configuration takes place automatically.

Manual IP address Valid IP addressa IP address of the device to use for Modbus/TCP (Modbus
communication via Ethernet)

Subnet mask Valid subnet maska

The subnet mask specifies which part of the IP address
functions as the network address and which part as the
host address. It can be used to create subnetworks on a
network.

Standard gateway Valid IP addressa

IP address of the standard gateway
The standard gateway is required for routing into other
networks. Without the standard gateway, the Versatronic
can communicate only with hosts in its own subnetwork.

DNS server Valid IP addressa

IP address of the DNS server
DNS = Domain Name System
This service permits the DNS name resolution. This is
necessary if the Versatronic is to be accessed by entering
a URL in a web browser. Without DNS, the IP address
must be entered in the web browser.

Transfer rate

Automatic

10 Mbit/s half duplex

10 Mbit/s full duplex

100 Mbit/s half duplex

100 Mbit/s full duplex

Transmission speed (bit rate) and duplex mode of the
Ethernet optional board

This setting must match the setting of the switch or router
ports to which the Versatronic is connected.

a To enter an IP configuration manually, a valid available IP address on the network must
be known. Contact your network administrator to obtain the parameters for manual IP
configuration.

NOTICE!
In the Versatronic, the TCP port 502 is set permanently to Modbus/TCP
and cannot be changed.
With Modbus/TCP, it is not necessary to configure the Modbus device
address. Bus users are identified by their IP addresses. The Unit ID
(Modbus device address in the Modbus/TCP telegram) is set permanently
to 255 in the Versatronic (Ä Chapter 7.1  ‘Modbus/TCP’ on page 39).
Each host on a network must have a unique IP address. If an IP address
exists several times on the network, an address conflict will result. It must
be ensured that fixed IP addresses lie outside the DHCP IP address range
and are assigned only once.
The transmission times in an Ethernet network depend on the network
structure and the traffic, among other things. As a result, delays in updating
the process values may occur when using Modbus/TCP.

Configuring interfaces

36417102397 Rev. 1-10.2019



6 Modbus over a serial interface
6.1 Modbus slave communication over an RS422/485 serial interface

The Versatronic has, in the base version, 1 serial interface RS422/485 (COM 1 on the
base unit). In addition, a RS422/485 interface can be retrofitted in slot ‘COM 2’  as an
optional board.
These interfaces can be used to connect the device as a Modbus slave to up to 2 bus
systems. In each bus, 1 master can access the Modbus data of the Versatronic on each
bus, all slave devices must have unique device addresses in the range of 1 to 254.
The master is not addressed.
A scanning cycle on a bus proceeds with the following timing:

Fig. 2: A scanning cycle on a bus proceeds with the following timing

t1

Internal waiting period of the device before checking the data query and the internal processing time:

min.: 5 ms

typically: 5 to 35 ms

max.: 35 ms or the set ‘minimum response time’
t2 Waiting period that the master must observe before it starts a new data query with RS485: 35 ms

NOTICE!
The minimum response time can be set in the configuration.
Device menu > Configuration > Serial interface > Serial interface 1 to 2
This set time must elapse before a response is sent (0 to 500 ms). If
processing of a query from a master is completed in the slave before the
minimum response time has elapsed, the response is not sent until the
"minimum response time" has elapsed.
With an RS485 interface, the minimum response time that can be set is
needed by the master to switch the interface driver from send to receive.
Within t1 and t2 and during the response time of the slave, no data queries
may be generated by the master. Queries during t1 and t2 are ignored by
the slave. Requests during the response time invalidate all the data
currently on the bus.
The terminating code after a data query or data response is 3 characters
long. The time needed for these 3 characters depends on the baud rate.
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Character transmission time
The beginning and end of a data block are identified by pauses in transmission.
The character transmission time (time to transmit one character) depends on the baud
rate and the data format used. The following results for a data format of 8 data bits, no
parity bit, and one stop bit:
The following results for a data format of 8 data bits, no parity bit, and one stop bit:
Character transmission time [ms] = 1000 × 9 bits ÷ baud rate
For other data formats, the following is the result:
Character transmission time [ms] = 1000 × 10 bits ÷ baud rate
Example
Identifier for end of data query or response for data format 10/9 bits
Waiting period = 3 characters * 1000 * 10 bits ÷ baud rate

Baud rate [Baud] Data format [Bit] Character transmission time[ms]

38400
10 0,260
9 0,234

19200
10 0,521
9 0,469

9600
10 1,042
9 0,938
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7 Modbus over Ethernet
7.1 Modbus/TCP

Modbus/TCP uses the Ethernet interface for communicating with the Modbus data.
The Modbus telegrams are transmitted via an Ethernet network (IEEE 802.3) using the
TCP protocol of the TCP/IP protocol family. The Versatronic is operated exclusively as a
slave. A master can query all device variables according to the Modbus address tables for
this slave.
ð Ä Chapter 8  ‘Modbus address tables’ on page 41.
For querying a master via Modbus/TCP on the Versatronic the following aspects must be
considered:
n the TCP port for Modbus in the Versatronic is permanently set to 502
n Queries must be set to the correct target IP address of the Versatronic
n the UNIT ID (device address) for Modbus in the Versatronic is permanently set to 255

NOTICE!
Only two Modbus masters (clients) can access this slave (server)
simultaneously via Modbus/TCP. A connection opened by a master is
closed by the slave after 30 seconds of inactivity.
If a Modbus/TCP port is closed (by a slave or from the opposite end), it can
only be reopened after 10 seconds have elapsed.

Structure of a Modbus/TCP telegram
Modbus/TCP is a standardized process, in which a Modbus telegram is encapsulated in a
TCP segment and transmitted via Ethernet.
The Modbus telegram (without CRC) is transmitted with an additional 6 or 7 byte
"MBAP header" (Modbus Application Header). The seventh byte corresponds to the first
serial byte, but has a different designation here.

MBAP header Modbus telegram
2 bytes Transaction

ID 2 bytes Protocol ID 2 bytes Length 1 byte Unit ID
Additional bytes as
below, but without

CRC

Identical in request
and response

Must be 0 for
Modbus

Length of request/
response in bytes
starting with (incl.)

"Unit ID"

Corresponds to the
device address and
must be 0xFF or 255

for Modbus/TCP
 

For comparison: The "normal" Modbus telegram
Slave address 1 byte Function code 1 byte Data field x bytes CRC16 2 bytes

Using this protocol, a suitable process data visualization program can read and write
system values over a company's own Ethernet network, for example. All device variables
from the Modbus address tables can be accessed.
ð Ä Chapter 8  ‘Modbus address tables’ on page 41.
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Example: Reading n words
Reading the IP address of the device. The address used in the example is 10.10.1.69.
Since each octet of the IP address is saved in a word, it is necessary here to read 4
words, that is, 8 bytes.
See also the Modbus example in Ä Chapter 3.4.1  ‘Reading n words’ on page 18.

Query:

MBAP header
Modbus telegram (without slave
address and CRC)

0x0001 0x0000 0x0006 0xFF 0x03 0x19C9 0x0004

2 bytes
Transaction ID

2 bytes
Protocol ID

2 bytes
Length 1 byte Unit ID

1 byte
Function code

2 bytes
address First

word

2 bytes
Number of

words

Assignment of
response to

request
(consecutive
numbering)

For Modbus
always
0x0000

Length of the
request in

bytes starting
with (incl.)
"Unit ID"; 6
bytes here

(0x06)

For TCP
always FF or

255

Function code
for "Reading n
words" First word of

IP address to
be read

4 words
should be

read

Response:
MBAP header Modbus telegram (without slave address and CRC)

0x0001 0x0000 0x000B 0xFF 0x03 0x08 0x000A 0x000A 0x0001 0x0045

2 bytes
Transacti

on ID

2 bytes
Protocol

ID
2 bytes
Length

1 byte
Unit ID

1 byte
Function

code

1 byte
Number
of bytes

read

8 bytes

1 word per octet

4 octets × 2 bytes = 8 bytes

Assign-
ment of

response
to query

For
Modbus
always
0x00

Length of
response
in bytes
(incl.)

"Unit ID";
in this

case 11
bytes

For TCP
always
0xFF

Function
code for
"Reading
n words"

8 bytes
were read

IP address consisting of 4 octets

10. 10. 1. 69
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8 Modbus address tables
The tables in this chapter list all process and device data for the Versatronic with their
Modbus address, the data type, and the possible access options (Modbus function
codes).

8.1 Configuration data and parameters
8.1.1 Basic settings

Modbus PDU address Data type Access Data
Hex. Dec.

1000 4096

Char[60] r/o

The 1st and 2nd bytes of the character string
consisting of Unicode characters with UTF 8 coding

... ... ...

101D 4125
Device name 59th and 60th bytes of the character
string consisting of Unicode characters with UTF 8
coding

101E 4126 byte r/w

Temperature unit device operation

0 = °C

1 = °F

101F 4127 byte r/w

Temperature unit interface

0 = °C

1 = °F

8.1.2 Temperature inputs
Modbus PDU address Data type Access Dataa

Hex. Dec.
1021 4129 float r/w IN 4 limit value alarm

1
1023 4131 float r/w IN 4 limit value alarm

2
1025 4133 float r/w IN 5 limit value alarm

1
1027 4135 float r/w IN 5 limit value alarm

2
1029 4137 float r/w IN 4 screen width

alarm 1
102B 4139 float r/w IN 4 screen width

alarm 2
102D 4141 float r/w IN 5 screen width

alarm 1
102F 4143 float r/w IN 5 screen width

alarm 2

a The temperature unit for the values corresponds to the configured temperature unit for
the interfaces of the device, and is specified in the ‘Basic settings’ .
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8.1.3 Universal inputs
Modbus PDU address Data type Access Dataa

Hex. Dec.
1031 4145 float r/w IN 6 limit value

alarm 1
1033 4147 float r/w IN 6 limit value

alarm 2
1035 4149 float r/w IN 11 limit value

alarm 1
1037 4151 float r/w IN 11 limit value

alarm 2
1039 4153 float r/w IN 12 limit value

alarm 1
103B 4155 float r/w IN 12 limit value

alarm 2
103D 4157 float r/w IN 6 screen width

alarm 1
103F 4159 float r/w IN 6 screen width

alarm 2
1041 4161 float r/w IN 11 screen width

alarm 1
1043 4163 float r/w IN 11 screen width

alarm 2
1045 4165 float r/w IN 12 screen width

alarm 1
1047 4167 float r/w IN 12 screen width

alarm 2

a The unit for the values is based on the configuration for the respective analysis input.
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8.1.4 Analysis inputs pH/Redox/NH
Modbus PDU address Data type Access Dataa

Hex. Dec.
10C9 4297 float r/w IN 7 limit value

alarm 1
10D1 4305 float r/w IN 7 limit value

alarm 2
10D9 4313 float r/w IN 8 limit value

alarm 1
10E1 4321 float r/w IN 8 limit value

alarm 2
10E9 4329 float r/w IN 9 limit value

alarm 1
10F1 4337 float r/w IN 9 limit value

alarm 2
10F9 4345 float r/w IN 10 limit value

alarm 1
1101 4353 float r/w IN 10 limit value

alarm 2
1109 4361 float r/w IN 7 screen width

alarm 1
1111 4369 float r/w IN 7 screen width

alarm 2
1119 4377 float r/w IN 8 screen width

alarm 1
1121 4385 float r/w IN 8 screen width

alarm 2
1129 4393 float r/w IN 9 screen width

alarm 1
1131 4401 float r/w IN 9 screen width

alarm 2
1139 4409 float r/w IN 10 screen width

alarm 1
1141 4417 float r/w IN 10 screen width

alarm 2

a The unit for the values is based on the configuration for the respective analysis input.

8.1.5 Analysis inputs CR (conductive conductivity)
Modbus PDU address Data type Access Dataa

Hex. Dec.
1149 4425 float r/w IN 7 limit value

measuring range 1
alarm 1

114B 4427 float r/w IN 7 limit value
measuring range 2
alarm 1

114D 4429 float r/w IN 7 limit value
measuring range 3
alarm 1

114F 4431 float r/w IN 7 limit value
measuring range 4
alarm 1

1151 4433 float r/w IN 7 limit value
measuring range 1
alarm 2

1153 4435 float r/w IN 7 limit value
measuring range 2
alarm 2

1155 4437 float r/w IN 7 limit value
measuring range 3
alarm 2
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Modbus PDU address Data type Access Dataa

1157 4439 float r/w IN 7 limit value
measuring range 4
alarm 2

1159 4441 float r/w IN 8 limit value
measuring range 1
alarm 1

115B 4443 float r/w IN 8 limit value
measuring range 2
alarm 1

115D 4445 float r/w IN 8 limit value
measuring range 3
alarm 1

115F 4447 float r/w IN 8 limit value
measuring range 4
alarm 1

1161 4449 float r/w IN 8 limit value
measuring range 1
alarm 2

1163 4451 float r/w IN 8 limit value
measuring range 2
alarm 2

1165 4453 float r/w IN 8 limit value
measuring range 3
alarm 2

1167 4455 float r/w IN 8 limit value
measuring range 4
alarm 2

1169 4457 float r/w IN 9 limit value
measuring range 1
alarm 1

116B 4459 float r/w IN 9 limit value
measuring range 2
alarm 1

116D 4461 float r/w IN 9 limit value
measuring range 3
alarm 1

116F 4463 float r/w IN 9 limit value
measuring range 4
alarm 1

1171 4465 float r/w IN 9 limit value
measuring range 1
alarm 2

1173 4467 float r/w IN 9 limit value
measuring range 2
alarm 2

1175 4469 float r/w IN 9 limit value
measuring range 3
alarm 2

1177 4471 float r/w IN 9 limit value
measuring range 4
alarm 2

1179 4473 float r/w IN 10 limit value
measuring range 1
alarm 1

117B 4475 float r/w IN 10 limit value
measuring range 2
alarm 1

117D 4477 float r/w IN 10 limit value
measuring range 3
alarm 1

117F 4479 float r/w IN 10 limit value
measuring range 4
alarm 1

1181 4481 float r/w IN 10 limit value
measuring range 1
alarm 2
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Modbus PDU address Data type Access Dataa

1183 4483 float r/w IN 10 limit value
measuring range 2
alarm 2

1185 4485 float r/w IN 10 limit value
measuring range 3
alarm 2

1187 4487 float r/w IN 10 limit value
measuring range 4
alarm 2

1189 4489 float r/w IN 7 screen width
measuring range 1
alarm 1

118B 4491 float r/w IN 7 screen width
measuring range 2
alarm 1

118D 4493 float r/w IN 7 screen width
measuring range 3
alarm 1

118F 4495 float r/w IN 7 screen width
measuring range 4
alarm 1

1191 4497 float r/w IN 7 screen width
measuring range 1
alarm 2

1193 4499 float r/w IN 7 screen width
measuring range 2
alarm 2

1195 4501 float r/w IN 7 screen width
measuring range 3
alarm 2

1197 4503 float r/w IN 7 screen width
measuring range 4
alarm 2

1199 4505 float r/w IN 8 screen width
measuring range 1
alarm 1

119B 4507 float r/w IN 8 screen width
measuring range 2
alarm 1

119D 4509 float r/w IN 8 screen width
measuring range 3
alarm 1

119F 4511 float r/w IN 8 screen width
measuring range 4
alarm 1

11A1 4513 float r/w IN 8 screen width
measuring range 1
alarm 2

11A3 4515 float r/w IN 8 screen width
measuring range 2
alarm 2

11A5 4517 float r/w IN 8 screen width
measuring range 3
alarm 2

11A7 4519 float r/w IN 8 screen width
measuring range 4
alarm 2

11A9 4521 float r/w IN 9 screen width
measuring range 1
alarm 1

11AB 4523 float r/w IN 9 screen width
measuring range 2
alarm 1

11AD 4525 float r/w IN 9 screen width
measuring range 3
alarm 1
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Modbus PDU address Data type Access Dataa

11AF 4527 float r/w IN 9 screen width
measuring range 4
alarm 1

11B1 4529 float r/w IN 9 screen width
measuring range 1
alarm 2

11B3 4531 float r/w IN 9 screen width
measuring range 2
alarm 2

11B5 4533 float r/w IN 9 screen width
measuring range 3
alarm 2

11B7 4535 float r/w IN 9 screen width
measuring range 4
alarm 2

11B9 4537 float r/w IN 10 screen width
measuring range 1
alarm 1

11BB 4539 float r/w IN 10 screen width
measuring range 2
alarm 1

11BD 4541 float r/w IN 10 screen width
measuring range 3
alarm 1

11BF 4543 float r/w IN 10 screen width
measuring range 4
alarm 1

11C1 4545 float r/w IN 10 screen width
measuring range 1
alarm 2

11C3 4547 float r/w IN 10 screen width
measuring range 2
alarm 2

11C5 4549 float r/w IN 10 screen width
measuring range 3
alarm 2

11C7 4551 float r/w IN 10 screen width
measuring range 4
alarm 2

a The unit for the values is based on the configuration for the respective analysis input.

8.1.6 Analysis inputs Ci (inductive conductivity)
Modbus PDU address Data type Access Dataa

Hex. Dec.
11C9 4553 float r/w IN 7 limit value

measuring range 1
alarm 1

11CB 4555 float r/w IN 7 limit value
measuring range 2
alarm 1

11CD 4557 float r/w IN 7 limit value
measuring range 3
alarm 1

11CF 4559 float r/w IN 7 limit value
measuring range 4
alarm 1

11D1 4561 float r/w IN 7 limit value
measuring range 1
alarm 2

11D3 4563 float r/w IN 7 limit value
measuring range 2
alarm 2
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Modbus PDU address Data type Access Dataa

11D5 4565 float r/w IN 7 limit value
measuring range 3
alarm 2

11D7 4567 float r/w IN 7 limit value
measuring range 4
alarm 2

11D9 4569 float r/w IN 8 limit value
measuring range 1
alarm 1

11DB 4571 float r/w IN 8 limit value
measuring range 2
alarm 1

11DD 4573 float r/w IN 8 limit value
measuring range 3
alarm 1

11DF 4575 float r/w IN 8 limit value
measuring range 4
alarm 1

11E1 4577 float r/w IN 8 limit value
measuring range 1
alarm 2

11E3 4579 float r/w IN 8 limit value
measuring range 2
alarm 2

11E5 4581 float r/w IN 8 limit value
measuring range 3
alarm 2

11E7 4583 float r/w IN 8 limit value
measuring range 4
alarm 2

11E9 4585 float r/w IN 9 limit value
measuring range 1
alarm 1

11EB 4587 float r/w IN 9 limit value
measuring range 2
alarm 1

11ED 4589 float r/w IN 9 limit value
measuring range 3
alarm 1

11EF 4591 float r/w IN 9 limit value
measuring range 4
alarm 1

11F1 4593 float r/w IN 9 limit value
measuring range 1
alarm 2

11F3 4595 float r/w IN 9 limit value
measuring range 2
alarm 2

11F5 4597 float r/w IN 9 limit value
measuring range 3
alarm 2

11F7 4599 float r/w IN 9 limit value
measuring range 4
alarm 2

11F9 4601 float r/w IN 10 limit value
measuring range 1
alarm 1

11FB 4603 float r/w IN 10 limit value
measuring range 2
alarm 1

11FD 4605 float r/w IN 10 limit value
measuring range 3
alarm 1

11FF 4607 float r/w IN 10 limit value
measuring range 4
alarm 1
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Modbus PDU address Data type Access Dataa

1201 4609 float r/w IN 10 limit value
measuring range 1
alarm 2

1203 4611 float r/w IN 10 limit value
measuring range 2
alarm 2

1205 4613 float r/w IN 10 limit value
measuring range 3
alarm 2

1207 4615 float r/w IN 10 limit value
measuring range 4
alarm 2

1209 4617 float r/w IN 7 screen width
measuring range 1
alarm 1

120B 4619 float r/w IN 7 screen width
measuring range 2
alarm 1

120D 4621 float r/w IN 7 screen width
measuring range 3
alarm 1

120F 4623 float r/w IN 7 screen width
measuring range 4
alarm 1

1211 4625 float r/w IN 7 screen width
measuring range 1
alarm 2

1213 4627 float r/w IN 7 screen width
measuring range 2
alarm 2

1215 4629 float r/w IN 7 screen width
measuring range 3
alarm 2

1217 4631 float r/w IN 7 screen width
measuring range 4
alarm 2

1219 4633 float r/w IN 8 screen width
measuring range 1
alarm 1

121B 4635 float r/w IN 8 screen width
measuring range 2
alarm 1

121D 4637 float r/w IN 8 screen width
measuring range 3
alarm 1

121F 4639 float r/w IN 8 screen width
measuring range 4
alarm 1

1221 4641 float r/w IN 8 screen width
measuring range 1
alarm 2

1223 4643 float r/w IN 8 screen width
measuring range 2
alarm 2

1225 4645 float r/w IN 8 screen width
measuring range 3
alarm 2

1227 4647 float r/w IN 8 screen width
measuring range 4
alarm 2

1229 4649 float r/w IN 9 screen width
measuring range 1
alarm 1

122B 4651 float r/w IN 9 screen width
measuring range 2
alarm 1
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Modbus PDU address Data type Access Dataa

122D 4653 float r/w IN 9 screen width
measuring range 3
alarm 1

122F 4655 float r/w IN 9 screen width
measuring range 4
alarm 1

1231 4657 float r/w IN 9 screen width
measuring range 1
alarm 2

1233 4659 float r/w IN 9 screen width
measuring range 2
alarm 2

1235 4661 float r/w IN 9 screen width
measuring range 3
alarm 2

1237 4663 float r/w IN 9 screen width
measuring range 4
alarm 2

1239 4665 float r/w IN 10 screen width
measuring range 1
alarm 1

123B 4667 float r/w IN 10 screen width
measuring range 2
alarm 1

123D 4669 float r/w IN 10 screen width
measuring range 3
alarm 1

123F 4671 float r/w IN 10 screen width
measuring range 4
alarm 1

1241 4673 float r/w IN 10 screen width
measuring range 1
alarm 2

1243 4675 float r/w IN 10 screen width
measuring range 2
alarm 2

1245 4677 float r/w IN 10 screen width
measuring range 3
alarm 2

1247 4679 float r/w IN 10 screen width
measuring range 4
alarm 2

a The unit for the values is based on the configuration for the respective analysis input.

8.1.7 External analog inputs
Modbus PDU address Data type Access Dataa

Hex. Dec.
1251 4689 float r/w External analog

input 1 limit value
alarm 1

1253 4691 float r/w External analog
input 1 limit value
alarm 2

1255 4693 float r/w External analog
input 2 limit value
alarm 1

1257 4695 float r/w External analog
input 2 limit value
alarm 2

1259 4697 float r/w External analog
input 3 limit value
alarm 1
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Modbus PDU address Data type Access Dataa

125B 4699 float r/w External analog
input 3 limit value
alarm 2

125D 4701 float r/w External analog
input 4 limit value
alarm 1

125F 4703 float r/w External analog
input 4 limit value
alarm 2

1261 4705 float r/w External analog
input 5 limit value
alarm 1

1263 4707 float r/w External analog
input 5 limit value
alarm 2

1265 4709 float r/w External analog
input 6 limit value
alarm 1

1267 4711 float r/w External analog
input 6 limit value
alarm 2

1269 4713 float r/w External analog
input 7 limit value
alarm 1

126B 4715 float r/w External analog
input 7 limit value
alarm 2

126D 4717 float r/w External analog
input 8 limit value
alarm 1

126F 4719 float r/w External analog
input 8 limit value
alarm 2

1271 4721 float r/w External analog
input 1 screen width
alarm 1

1273 4723 float r/w External analog
input 1 screen width
alarm 2

1275 4725 float r/w External analog
input 2 window
range alarm 1

1277 4727 float r/w External analog
input 2 window
range alarm 2

1279 4729 float r/w External analog
input 3 screen width
alarm 1

127B 4731 float r/w External analog
input 3 screen width
alarm 2

127D 4733 float r/w External analog
input 4 screen width
alarm 1

127F 4735 float r/w External analog
input 4 screen width
alarm 2

1281 4737 float r/w External analog
input 5 screen width
alarm 1

1283 4739 float r/w External analog
input 5 screen width
alarm 2

1285 4741 float r/w External analog
input 6 screen width
alarm 1
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Modbus PDU address Data type Access Dataa

1287 4743 float r/w External analog
input 6 screen width
alarm 2

1289 4745 float r/w External analog
input 7 screen width
alarm 1

128B 4747 float r/w External analog
input 7 screen width
alarm 2

128D 4749 float r/w External analog
input 8 screen width
alarm 1

128F 4751 float r/w External analog
input 8 screen width
alarm 2

a The unit for the values is based on the configuration for the respective external analog
input.

8.1.8 Manual values

CAUTION!
Write operations in some R/W parameters result in them being saved in the
EEPROM or flash memory. These memory modules have only a limited
number of write cycles (approx. 10 000 or 100 000).
Frequent writing of variables can thus result in a memory error in the event
of a power failure.
Fast write cycles should thus be avoided or performed with the aid of the
"external analog inputs". "External analog inputs" are not saved in the
EEPROM or flash memory, and are suitable for fast write cycles.

Modbus PDU address Data type Access Dataa

Hex. Dec.
1291 4753 float r/w Manual value 1
1293 4755 float r/w Manual value 2
1295 4757 float r/w Manual value 3
1297 4759 float r/w Manual value 4
1299 4761 float r/w Manual value 5
129B 4763 float r/w Manual value 6
129D 4765 float r/w Manual value 7
129F 4767 float r/w Manual value 8
12A1 4769 float r/w Manual value 9
12A3 4771 float r/w Manual value 10
12A5 4773 float r/w Manual value 11
12A7 4775 float r/w Manual value 12
12A9 4777 float r/w Manual value 13
12AB 4779 float r/w Manual value 14
12AD 4781 float r/w Manual value 15
12AF 4783 float r/w Manual value 16

a The unit for the values is based on the configuration for the respective manual value.
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8.1.9 Flow
Modbus PDU address Data type Access Dataa

Hex. Dec.
12B1 4785 float r/w Flow rate 1 limit

value alarm 1
12B3 4787 float r/w Flow rate 1 limit

value alarm 2
12B5 4789 float r/w Flow rate 2 limit

value alarm 1
12B7 4791 float r/w Flow rate 2 limit

value alarm 2
12B9 4793 float r/w Flow rate 1 screen

width alarm 1
12BB 4795 float r/w Flow rate 1 screen

width alarm 2
12BD 4797 float r/w Flow rate 2 screen

width alarm 1
12BF 4799 float r/w Flow rate 2 screen

width alarm 2

a The unit for the values is based on the configuration for the respective flow rate function.

8.1.10 Limit value monitoring
Modbus PDU address Data type Access Dataa

Hex. Dec.
12C1 4801 float r/w Limit value

monitoring 1 limit
value alarm 1

12C3 4803 float r/w Limit value
monitoring 1 limit
value alarm 2

12C5 4805 float r/w Limit value
monitoring 2 limit
value alarm 1

12C7 4807 float r/w Limit value
monitoring 2 limit
value alarm 2

12C9 4809 float r/w Limit value
monitoring 3 limit
value alarm 1

12CB 4811 float r/w Limit value
monitoring 3 limit
value alarm 2

12CD 4813 float r/w Limit value
monitoring 4 limit
value alarm 1

12CF 4815 float r/w Limit value
monitoring 4 limit
value alarm 2

12D1 4817 float r/w Limit value
monitoring 5 limit
value alarm 1

12D3 4819 float r/w Limit value
monitoring 5 limit
value alarm 2

12D5 4821 float r/w Limit value
monitoring 6 limit
value alarm 1

12D7 4823 float r/w Limit value
monitoring 6 limit
value alarm 2
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Modbus PDU address Data type Access Dataa

12D9 4825 float r/w Limit value
monitoring 7 limit
value alarm 1

12DB 4827 float r/w Limit value
monitoring 7 limit
value alarm 2

12DD 4829 float r/w Limit value
monitoring 8 limit
value alarm 1

12DF 4831 float r/w Limit value
monitoring 8 limit
value alarm 2

12E1 4833 float r/w Limit value
monitoring 1 screen
width alarm 1

12E3 4835 float r/w Limit value
monitoring 1 screen
width alarm 2

12E5 4837 float r/w Limit value
monitoring 2 screen
width alarm 1

12E7 4839 float r/w Limit value
monitoring 2 screen
width alarm 2

12E9 4841 float r/w Limit value
monitoring 3 screen
width alarm 1

12EB 4843 float r/w Limit value
monitoring 3 screen
width alarm 2

12ED 4845 float r/w Limit value
monitoring 4 screen
width alarm 1

12EF 4847 float r/w Limit value
monitoring 4 screen
width alarm 2

12F1 4849 float r/w Limit value
monitoring 5 screen
width alarm 1

12F3 4851 float r/w Limit value
monitoring 5 screen
width alarm 2

12F5 4853 float r/w Limit value
monitoring 6 screen
width alarm 1

12F7 4855 float r/w Limit value
monitoring 6 screen
width alarm 2

12F9 4857 float r/w Limit value
monitoring 7 screen
width alarm 1

12FB 4859 float r/w Limit value
monitoring 7 screen
width alarm 2

12FD 4861 float r/w Limit value
monitoring 8 screen
width alarm 1

12FF 4863 float r/w Limit value
monitoring 8 screen
width alarm 2

a The unit for the values is based on the configuration for the respective limit value
monitoring.
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8.1.11 Controller parameter proportional band 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1301 4865 float r/w Controller 1

parameter block 1
1303 4867 float r/w Controller 1

parameter block 2
1305 4869 float r/w Controller 2

parameter block 1
1307 4871 float r/w Controller 2

parameter block 2
1309 4873 float r/w Controller 3

parameter block 1
130B 4875 float r/w Controller 3

parameter block 2
130D 4877 float r/w Controller 4

parameter block 1
130F 4879 float r/w Controller 4

parameter block 2

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.

8.1.12 Controller parameter proportional band 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
1311 4881 float r/w Controller 1

parameter block 1
1313 4883 float r/w Controller 1

parameter block 2
1315 4885 float r/w Controller 2

parameter block 1
1317 4887 float r/w Controller 2

parameter block 2
1319 4889 float r/w Controller 3

parameter block 1
131B 4891 float r/w Controller 3

parameter block 2
131D 4893 float r/w Controller 4

parameter block 1
131F 4895 float r/w Controller 4

parameter block 2

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.
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8.1.13 Controller parameter derivative time 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1321 4897 float r/w Controller 1

parameter block 1
1323 4899 float r/w Controller 1

parameter block 2
1325 4901 float r/w Controller 2

parameter block 1
1327 4903 float r/w Controller 2

parameter block 2
1329 4905 float r/w Controller 3

parameter block 1
132B 4907 float r/w Controller 3

parameter block 2
132D 4909 float r/w Controller 4

parameter block 1
132F 4911 float r/w Controller 4

parameter block 2

a Unit: seconds

8.1.14 Controller parameter derivative time 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
1331 4913 float r/w Controller 1

parameter block 1
1333 4915 float r/w Controller 1

parameter block 2
1335 4917 float r/w Controller 2

parameter block 1
1337 4919 float r/w Controller 2

parameter block 2
1339 4921 float r/w Controller 3

parameter block 1
133B 4923 float r/w Controller 3

parameter block 2
133D 4925 float r/w Controller 4

parameter block 1
133F 4927 float r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.15 Controller parameter reset time 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1341 4929 float r/w Controller 1

parameter block 1
1343 4931 float r/w Controller 1

parameter block 2
1345 4933 float r/w Controller 2

parameter block 1
1347 4935 float r/w Controller 2

parameter block 2
1349 4937 float r/w Controller 3

parameter block 1
134B 4939 float r/w Controller 3

parameter block 2
134D 4941 float r/w Controller 4

parameter block 1
134F 4943 float r/w Controller 4

parameter block 2

a Unit: seconds

8.1.16 Controller parameter reset time 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
1351 4945 float r/w Controller 1

parameter block 1
1353 4947 float r/w Controller 1

parameter block 2
1355 4949 float r/w Controller 2

parameter block 1
1357 4951 float r/w Controller 2

parameter block 2
1359 4953 float r/w Controller 3

parameter block 1
135B 4955 float r/w Controller 3

parameter block 2
135D 4957 float r/w Controller 4

parameter block 1
135F 4959 float r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.17 Controller parameter switching period 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1361 4961 float r/w Controller 1

parameter block 1
1363 4963 float r/w Controller 1

parameter block 2
1365 4965 float r/w Controller 2

parameter block 1
1367 4967 float r/w Controller 2

parameter block 2
1369 4969 float r/w Controller 3

parameter block 1
136B 4971 float r/w Controller 3

parameter block 2
136D 4973 float r/w Controller 4

parameter block 1
136F 4975 float r/w Controller 4

parameter block 2

a Unit: seconds

8.1.18 Controller parameter switching period 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
1371 4977 float r/w Controller 1

parameter block 1
1373 4979 float r/w Controller 1

parameter block 2
1375 4981 float r/w Controller 2

parameter block 1
1377 4983 float r/w Controller 2

parameter block 2
1379 4985 float r/w Controller 3

parameter block 1
137B 4987 float r/w Controller 3

parameter block 2
137D 4989 float r/w Controller 4

parameter block 1
137F 4991 float r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.19 Controller parameter contact spacing
Modbus PDU address Data type Access Dataa

Hex. Dec.
1381 4993 float r/w Controller 1

parameter block 1
1383 4995 float r/w Controller 1

parameter block 2
1385 4997 float r/w Controller 2

parameter block 1
1387 4999 float r/w Controller 2

parameter block 2
1389 5001 float r/w Controller 3

parameter block 1
138B 5003 float r/w Controller 3

parameter block 2
138D 5005 float r/w Controller 4

parameter block 1
138F 5007 float r/w Controller 4

parameter block 2

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.

8.1.20 Controller parameter switch hyst. 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1391 5009 float r/w Controller 1

parameter block 1
1393 5011 float r/w Controller 1

parameter block 2
1395 5013 float r/w Controller 2

parameter block 1
1397 5015 float r/w Controller 2

parameter block 2
1399 5017 float r/w Controller 3

parameter block 1
139B 5019 float r/w Controller 3

parameter block 2
139D 5021 float r/w Controller 4

parameter block 1
139F 5023 float r/w Controller 4

parameter block 2

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.
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8.1.21 Controller parameter switch hyst. 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
13A1 5025 float r/w Controller 1

parameter block 1
13A3 5027 float r/w Controller 1

parameter block 2
13A5 5029 float r/w Controller 2

parameter block 1
13A7 5031 float r/w Controller 2

parameter block 2
13A9 5033 float r/w Controller 3

parameter block 1
13AB 5035 float r/w Controller 3

parameter block 2
13AD 5037 float r/w Controller 4

parameter block 1
13AF 5039 float r/w Controller 4

parameter block 2

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.

8.1.22 Controller parameter actuator time
Modbus PDU address Data type Access Dataa

Hex. Dec.
13B1 5041 word r/w Controller 1

parameter block 1
13B2 5042 word r/w Controller 1

parameter block 2
13B3 5043 word r/w Controller 2

parameter block 1
13B4 5044 word r/w Controller 2

parameter block 2
13B5 5045 word r/w Controller 3

parameter block 1
13B6 5046 word r/w Controller 3

parameter block 2
13B7 5047 word r/w Controller 4

parameter block 1
13B8 5048 word r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.23 Controller parameter working point
Modbus PDU address Data type Access Dataa

Hex. Dec.
13B9 5049 byte r/w Controller 1

parameter block 1
13BA 5050 byte r/w Controller 1

parameter block 2
13BB 5051 byte r/w Controller 2

parameter block 1
13BC 5052 byte r/w Controller 2

parameter block 2
13BD 5053 byte r/w Controller 3

parameter block 1
13BE 5054 byte r/w Controller 3

parameter block 2
13BF 5055 byte r/w Controller 4

parameter block 1
13C0 5056 byte r/w Controller 4

parameter block 2

a Unit: percent

8.1.24 Controller parameter maximum output level
Modbus PDU address Data type Access Dataa

Hex. Dec.
13C1 5057 byte r/w Controller 1

parameter block 1
13C2 5058 byte r/w Controller 1

parameter block 2
13C3 5059 byte r/w Controller 2

parameter block 1
13C4 5060 byte r/w Controller 2

parameter block 2
13C5 5061 byte r/w Controller 3

parameter block 1
13C6 5062 byte r/w Controller 3

parameter block 2
13C7 5063 byte r/w Controller 4

parameter block 1
13C8 5064 byte r/w Controller 4

parameter block 2

a Unit: percent
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8.1.25 Controller parameter minimum output level
Modbus PDU address Data type Access Dataa

Hex. Dec.
13C9 5065 byte r/w Controller 1

parameter block 1
13CA 5066 byte r/w Controller 1

parameter block 2
13CB 5067 byte r/w Controller 2

parameter block 1
13CC 5068 byte r/w Controller 2

parameter block 2
13CD 5069 byte r/w Controller 3

parameter block 1
13CE 5070 byte r/w Controller 3

parameter block 2
13CF 5071 byte r/w Controller 4

parameter block 1
13D0 5072 byte r/w Controller 4

parameter block 2

a Unit: percent

8.1.26 Controller parameter minimum relay energize time 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
13D1 5073 float r/w Controller 1

parameter block 1
13D3 5075 float r/w Controller 1

parameter block 2
13D5 5077 float r/w Controller 2

parameter block 1
13D7 5079 float r/w Controller 2

parameter block 2
13D9 5081 float r/w Controller 3

parameter block 1
13DB 5083 float r/w Controller 3

parameter block 2
13DD 5085 float r/w Controller 4

parameter block 1
13DF 5087 float r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.27 Controller parameter minimum relay energize time 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
13E1 5089 float r/w Controller 1

parameter block 1
13E3 5091 float r/w Controller 1

parameter block 2
13E5 5093 float r/w Controller 2

parameter block 1
13E7 5095 float r/w Controller 2

parameter block 2
13E9 5097 float r/w Controller 3

parameter block 1
13EB 5099 float r/w Controller 3

parameter block 2
13ED 5101 float r/w Controller 4

parameter block 1
13EF 5103 float r/w Controller 4

parameter block 2

a Unit: seconds

8.1.28 Controller parameter maximum pulse frequency 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
13F1 5105 byte r/w Controller 1

parameter block 1
13F2 5106 byte r/w Controller 1

parameter block 2
13F3 5107 byte r/w Controller 2

parameter block 1
13F4 5108 byte r/w Controller 2

parameter block 2
13F5 5109 byte r/w Controller 3

parameter block 1
13F6 5110 byte r/w Controller 3

parameter block 2
13F7 5111 byte r/w Controller 4

parameter block 1
13F8 5112 byte r/w Controller 4

parameter block 2

a Unit: 1/min
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8.1.29 Controller parameter maximum pulse frequency 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
13F9 5113 byte r/w Controller 1

parameter block 1
13FA 5114 byte r/w Controller 1

parameter block 2
13FB 5115 byte r/w Controller 2

parameter block 1
13FC 5116 byte r/w Controller 2

parameter block 2
13FD 5117 byte r/w Controller 3

parameter block 1
13FE 5118 byte r/w Controller 3

parameter block 2
13FF 5119 byte r/w Controller 4

parameter block 1
1400 5120 byte r/w Controller 4

parameter block 2

a Unit: 1/min

8.1.30 Controller parameter switch-on delay 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1401 5121 float r/w Controller 1

parameter block 1
1403 5123 float r/w Controller 1

parameter block 2
1405 5125 float r/w Controller 2

parameter block 1
1407 5127 float r/w Controller 2

parameter block 2
1409 5129 float r/w Controller 3

parameter block 1
140B 5131 float r/w Controller 3

parameter block 2
140D 5133 float r/w Controller 4

parameter block 1
140F 5135 float r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.31 Controller parameter switch-on delay 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
1411 5137 float r/w Controller 1

parameter block 1
1413 5139 float r/w Controller 1

parameter block 2
1415 5141 float r/w Controller 2

parameter block 1
1417 5143 float r/w Controller 2

parameter block 2
1419 5145 float r/w Controller 3

parameter block 1
141B 5147 float r/w Controller 3

parameter block 2
141D 5149 float r/w Controller 4

parameter block 1
141F 5151 float r/w Controller 4

parameter block 2

a Unit: seconds

8.1.32 Controller parameter switch-off delay 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
1421 5153 float r/w Controller 1

parameter block 1
1423 5155 float r/w Controller 1

parameter block 2
1425 5157 float r/w Controller 2

parameter block 1
1427 5159 float r/w Controller 2

parameter block 2
1429 5161 float r/w Controller 3

parameter block 1
142B 5163 float r/w Controller 3

parameter block 2
142D 5165 float r/w Controller 4

parameter block 1
142F 5167 float r/w Controller 4

parameter block 2

a Unit: seconds
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8.1.33 Controller parameter switch-off delay 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
1431 5169 float r/w Controller 1

parameter block 1
1433 5171 float r/w Controller 1

parameter block 2
1435 5173 float r/w Controller 2

parameter block 1
1437 5175 float r/w Controller 2

parameter block 2
1439 5177 float r/w Controller 3

parameter block 1
143B 5179 float r/w Controller 3

parameter block 2
143D 5181 float r/w Controller 4

parameter block 1
143F 5183 float r/w Controller 4

parameter block 2

a Unit: seconds

8.1.34 Controller parameter alarm tolerance
Modbus PDU address Data type Access Dataa

Hex. Dec.
1441 5185 float r/w Controller 1

parameter block 1
1443 5187 float r/w Controller 1

parameter block 2
1445 5189 float r/w Controller 2

parameter block 1
1447 5191 float r/w Controller 2

parameter block 2
1449 5193 float r/w Controller 3

parameter block 1
144B 5195 float r/w Controller 3

parameter block 2
144D 5197 float r/w Controller 4

parameter block 1
144F 5199 float r/w Controller 4

parameter block 2

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.
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8.1.35 Controller parameter alarm delay
Modbus PDU address Data type Access Dataa

Hex. Dec.
1461 5217 word r/w Controller 1

parameter block 1
1462 5218 word r/w Controller 1

parameter block 2
1463 5219 word r/w Controller 2

parameter block 1
1464 5220 word r/w Controller 2

parameter block 2
1465 5221 word r/w Controller 3

parameter block 1
1466 5222 word r/w Controller 3

parameter block 2
1467 5223 word r/w Controller 4

parameter block 1
1468 5224 word r/w Controller 4

parameter block 2

a Unit: seconds

8.1.36 Controller parameter setpoint values

CAUTION!
Write operations involving many R/W parameters are associated with
saving in an EEPROM or flash memory. These memory modules have only
a limited number of write cycles (approx. 10 000 or 100 000).
Frequent writing of variables can thus result in a memory error in the event
of a power failure.
Fast write cycles should thus be avoided or performed with the aid of the
‘external analog inputs’ . ‘External analog inputs’  are not saved in an
EEPROM or flash memory, and are ideal for fast write cycles.

Modbus PDU address Data type Access Dataa

Hex. Dec.
1471 5233 float r/w Setpoint value 1

controller 1
1473 5235 float r/w Setpoint value 1

controller 2
1475 5237 float r/w Setpoint value 1

controller 3
1477 5239 float r/w Setpoint value 1

controller 4
1479 5241 float r/w Setpoint value 2

controller 1
147B 5243 float r/w Setpoint value 2

controller 2
147D 5245 float r/w Setpoint value 2

controller 3
147F 5247 float r/w Setpoint value 2

controller 4

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.
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8.2 Process values
8.2.1 Date and time

Modbus PDU address Data type Access Data
Hex. Dec.
14A5 5285 word r/o Year
14A6 5286 word r/o Month
14A7 5287 word r/o Day
14A8 5288 word r/o Hour
14A9 5289 word r/o Minute
14AA 5290 word r/o Second

8.2.2 Limit value monitoring alarm 1
Modbus PDU address Data type Access Dataa

Hex. Dec.
14BB 5307 bool r/o Limit value

monitoring 1
14BC 5308 bool r/o Limit value

monitoring 2
14BD 5309 bool r/o Limit value

monitoring 3
14BE 5310 bool r/o Limit value

monitoring 4
14BF 5311 bool r/o Limit value

monitoring 5
14C0 5312 bool r/o Limit value

monitoring 6
14C1 5313 bool r/o Limit value

monitoring 7
14C2 5314 bool r/o Limit value

monitoring 8

a The unit for the values is based on the configuration for the analog value source
selected for the input value.

8.2.3 Limit value monitoring alarm 2
Modbus PDU address Data type Access Dataa

Hex. Dec.
14C3 5315 bool r/o Limit value

monitoring 1
14C4 5316 bool r/o Limit value

monitoring 2
14C5 5317 bool r/o Limit value

monitoring 3
14C6 5318 bool r/o Limit value

monitoring 4
14C7 5319 bool r/o Limit value

monitoring 5
14C8 5320 bool r/o Limit value

monitoring 6
14C9 5321 bool r/o Limit value

monitoring 7
14CA 5322 bool r/o Limit value

monitoring 8

a The unit for the values is based on the configuration for the analog value source
selected for the input value.
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8.2.4 Flow
Modbus PDU address Data type Access Data
Hex. Dec.
14CB 5323 float r/o Flow rate 1
14CD 5325 float r/o Flow rate 2
14CF 5327 float r/o Total quantity flow

rate 1a

14D1 5329 float r/o Total quantity flow
rate 2a

14D3 5331 float r/o Total quantity last
period flow rate 1a

14D5 5333 float r/o Total quantity last
period flow rate 2a

14D7 5335 float r/o Pulse frequency flow
rate 1b

14D9 5337 float r/o Pulse frequency flow
rate 2b

14DB 5339 bool r/o Alarm 1 flow-through
1

14DC 5340 bool r/o Alarm 1 flow-through
2

14DD 5341 bool r/o Alarm 2 flow-through
1

14DE 5342 bool r/o Alarm 2 flow-through
2

14DF 5343 bool r/w Reset flow rate 1

only possible for
unlimited pulse
period, see
configuration
B 202581.0

14E0 5344 bool r/w Reset flow rate 2

only possible for
unlimited pulse
period, see
configuration
B 202581.0

a The unit for the values is based on the configuration for the respective flow rate function.
b Unit: Hertz
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8.2.5 Washtimer
Modbus PDU address Data type Access Data
Hex. Dec.
14E5 5349 bool r/o Binary value wash timer 1
14E6 5350 bool r/o Binary value wash timer 2
14E7 5351 bool r/o Hold time active wash timer 1
14E8 5352 bool r/o Hold time active wash timer 2
14E9 5353 uint32 r/o Time to next washing process in ms wash timer 1a
14EB 5355 uint32 r/o Time to next washing process in ms wash timer 2a
14ED 5357 uint32 r/o Washing time elapsed wash timer 1a
14EF 5359 uint32 r/o Washing time elapsed wash timer 2a
14F1 5361 uint32 r/o Hold time elapsed wash timer 1a
14F3 5363 uint32 r/o Hold time elapsed wash timer 2a
14F5 5365 byte r/o Current state wash timer

1
Meaning of the integer
values:

n 0 = not started
n 1 = Time interval

running
n 2 = Washing process

running
n 3 = Hold time

running
n 4 = Washing process

running

14F6 5366 byte r/o Current state wash timer
2

14F7 5367 uint32 r/o Time to next washing process in min. wash timer 1b
14F9 5369 uint32 r/o Time to next washing process in min. wash timer 2b
14FB 5371 uint32 r/o Remaining time washing process in s wash timer 1b
14FD 5373 uint32 r/o Remaining time washing process in s wash timer 2b

a Unit: milliseconds
b Unit: seconds

8.2.6 Controller
Modbus PDU address Data type Access Data
Hex. Dec.
1503 5379 float r/o Actual value

controller 1a

1505 5381 float r/o Actual value
controller 2a

1507 5383 float r/o Actual value
controller 3a

1509 5385 float r/o Actual value
controller 4a

150B 5387 float r/o Setpoint value
controller 1a

150D 5389 float r/o Setpoint value
controller 2a

150F 5391 float r/o Setpoint value
controller 3a

1511 5393 float r/o Setpoint value
controller 4a

1513 5395 float r/o Output level display
Y1 controller 1b

1515 5397 float r/o Output level display
Y1 controller 2b
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Modbus PDU address Data type Access Data
1517 5399 float r/o Output level display

Y1 controller 3b

1519 5401 float r/o Output level display
Y1 controller 4b

151B 5403 float r/o Output level display
Y2 controller 1b

151D 5405 float r/o Output level display
Y2 controller 2b

151F 5407 float r/o Output level display
Y2 controller 3b

1521 5409 float r/o Output level display
Y2 controller 4b

1523 5411 float r/o Continuous output 1
controller 1b

1525 5413 float r/o Continuous output 1
controller 2b

1527 5415 float r/o Continuous output 1
controller 3b

1529 5417 float r/o Continuous output 1
controller 4b

152B 5419 float r/o Continuous output 2
controller 1b

152D 5421 float r/o Continuous output 2
controller 2b

152F 5423 float r/o Continuous output 2
controller 3b

1531 5425 float r/o Continuous output 2
controller 4b

1533 5427 bool r/o Binary output K1
controller 1

1534 5428 bool r/o Binary output K1
controller 2

1535 5429 bool r/o Binary output K1
controller 3

1536 5430 bool r/o Binary output K1
controller 4

1537 5431 bool r/o Binary output K2
controller 1

1538 5432 bool r/o Binary output K2
controller 2

1539 5433 bool r/o Binary output K2
controller 3

153A 5434 bool r/o Binary output K2
controller 4

153B 5435 bool r/o Dosing alarm
controller 1

153C 5436 bool r/o Dosing alarm
controller 2

153D 5437 bool r/o Dosing alarm
controller 3

153E 5438 bool r/o Dosing alarm
controller 4

153F 5439 bool r/o Manual mode
controller 1 active

1540 5440 bool r/o Manual mode
controller 2 active

1541 5441 bool r/o Manual mode
controller 3 active

1542 5442 bool r/o Manual mode
controller 4 active

1543 5443 bool r/o Autotuning controller
1 active
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Modbus PDU address Data type Access Data
1544 5444 bool r/o Autotuning controller

2 active
1545 5445 bool r/o Autotuning controller

3 active
1546 5446 bool r/o Autotuning controller

4 active

a The unit for the values is based on the configuration of the analog value source selected
for the controller actual value input.
b Unit: percent

8.2.7 Timers
Modbus PDU address Data type Access Data
Hex. Dec.
1567 5479 bool r/o Output timer 1
1568 5480 bool r/o Output timer 2
1C18 7192 bool r/o Output timer 3a

1C19 7193 bool r/o Output timer 4a

1C1A 7194 bool r/o Output timer 5a

1C1B 7195 bool r/o Output timer 6a

1C1C 7196 bool r/o Output timer 7a

1C1D 7197 bool r/o Output timer 8a

1C1E 7198 bool r/o Output timer 9a

1C1F 7199 bool r/o Output timer 10a

1569 5481 bool r/o Delay timer 1
156A 5482 bool r/o Delay timer 2
1C22 7202 bool r/o Delay timer 3a

1C23 7203 bool r/o Delay timer 4a

1C24 7204 bool r/o Delay timer 5a

1C25 7205 bool r/o Delay timer 6a

1C26 7206 bool r/o Delay timer 7a

1C27 7207 bool r/o Delay timer 8a

1C28 7208 bool r/o Delay timer 9a

1C29 7209 bool r/o Delay timer 10a

156B 5483 uint32 r/o Elapsed time timer
1b

156D 5485 uint32 r/o Elapsed time timer
2b

1C2C 7212 uint32 r/o Elapsed time timer
3ab

1C2E 7214 uint32 r/o Elapsed time timer
4ab

1C30 7216 uint32 r/o Elapsed time timer
5ab

1C32 7218 uint32 r/o Elapsed time timer
6ab

1C34 7220 uint32 r/o Elapsed time timer
7ab

1C36 7222 uint32 r/o Elapsed time timer
8ab

1C38 7224 uint32 r/o Elapsed time timer
9ab

1C3A 7226 uint32 r/o Elapsed time timer
10ab
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Modbus PDU address Data type Access Data
156F 5487 uint32 r/o Remaining time

timer 1b

1571 5489 uint32 r/o Remaining time
timer 2b

1C40 7232 uint32 r/o Remaining time
timer 3ab

1C42 7234 uint32 r/o Remaining time
timer 4ab

1C44 7236 uint32 r/o Remaining time
timer 5ab

1C46 7238 uint32 r/o Remaining time
timer 6ab

1C48 7240 uint32 r/o Remaining time
timer 7ab

1C4A 7242 uint32 r/o Remaining time
timer 8ab

1C4C 7244 uint32 r/o Remaining time
timer 9ab

1C4E 7246 uint32 r/o Remaining time
timer 10ab

a Timers 3 to 10 are available only from device software version 304.04.01 onwards.
b Unit: seconds

8.2.8 Counters
Modbus PDU address Data type Access Data
Hex. Dec.
158B 5515 uint32 r/o Output counter 1
158D 5517 uint32 r/o Output counter 2
158F 5519 uint32 r/o Output counter 3
1591 5521 uint32 r/o Output counter 4
1593 5523 bool r/o Alarm counter 1
1594 5524 bool r/o Alarm counter 2
1595 5525 bool r/o Alarm counter 3
1596 5526 bool r/o Alarm counter 4
1597 5527 bool r/w Reset counter 1
1598 5528 bool r/w Reset counter 2
1599 5529 bool r/w Reset counter 3
159A 5530 bool r/w Reset counter 4

8.2.9 Calibration timers
Modbus PDU address Data type Access Data
Hex. Dec.
159B 5531 uint32 r/o Remaining time to

calibration IN 6a

159D 5533 uint32 r/o Remaining time to
calibration IN 7a

159F 5535 uint32 r/o Remaining time to
calibration IN 8a

15A1 5537 uint32 r/o Remaining time to
calibration IN 9a

15A3 5539 uint32 r/o Remaining time to
calibration IN 10a
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Modbus PDU address Data type Access Data
15A5 5541 uint32 r/o Remaining time to

calibration IN 11a

15A7 5543 uint32 r/o Remaining time to
calibration IN 12a

1C54 7252 uint32 r/o Remaining time to
calibration of digital
sensor 1ab

1C56 7254 uint32 r/o Remaining time to
calibration of digital
sensor 2ab

1C58 7256 uint32 r/o Remaining time to
calibration of digital
sensor 3ab

1C5A 7258 uint32 r/o Remaining time to
calibration of digital
sensor 4ab

1C5C 7260 uint32 r/o Remaining time to
calibration of digital
sensor 5ab

1C5E 7262 uint32 r/o Remaining time to
calibration of digital
sensor 6ab

15B7 5559 bool r/o Calibration alarm IN
6

15B8 5560 bool r/o Calibration alarm IN
7

15B9 5561 bool r/o Calibration alarm IN
8

15BA 5562 bool r/o Calibration alarm IN
9

15BB 5563 bool r/o Calibration alarm IN
10

15BC 5564 bool r/o Calibration alarm IN
11

15BD 5565 bool r/o Calibration alarm IN
12

1C6C 7276 bool r/o Calibration alarm of
digital sensor 1b

1C6D 7277 bool r/o Calibration alarm of
digital sensor 2b

1C6E 7278 bool r/o Calibration alarm of
digital sensor 3b

1C6F 7279 bool r/o Calibration alarm of
digital sensor 4b

1C70 7280 bool r/o Calibration alarm of
digital sensor 5b

1C71 7281 bool r/o Calibration alarm of
digital sensor 6b

a Unit: seconds
b The calibration timers for digital sensors are available only from device software version
304.04.01 onwards.

Modbus address tables

73 417102397 Rev. 1-10.2019



8.2.10 Formula
Modbus PDU address Data type Access Data
Hex. Dec.
15C5 5573 float r/o Calculated result

formula 1
15C7 5575 float r/o Calculated result

formula 2
15C9 5577 float r/o Calculated result

formula 3
15CB 5579 float r/o Calculated result

formula 4
15CD 5581 float r/o Calculated result

formula 5
15CF 5583 float r/o Calculated result

formula 6
15D1 5585 float r/o Calculated result

formula 7
15D3 5587 float r/o Calculated result

formula 8
1BD4 7124 float r/o Calculated result

formula 9a

1BD6 7126 float r/o Calculated result
formula 10a

1BD8 7128 float r/o Calculated result
formula 11a

1BDA 7130 float r/o Calculated result
formula 12a

1BDC 7132 float r/o Calculated result
formula 13a

1BEE 7150 float r/o Calculated result
formula 14a

1BE0 7136 float r/o Calculated result
formula 15a

1BE2 7138 float r/o Calculated result
formula 16a

15D5 5589 bool r/o Comparison function
result formula 1

15D6 5590 bool r/o Comparison function
result formula 2

15D7 5591 bool r/o Comparison function
result formula 3

15D8 5592 bool r/o Comparison function
result formula 4

15D9 5593 bool r/o Comparison function
result formula 5

15DA 5594 bool r/o Comparison function
result formula 6

15DB 5595 bool r/o Comparison function
result formula 7

15DC 5596 bool r/o Comparison function
result formula 8

1BE4 7140 bool r/o Comparison function
result formula 9a

1BE5 7141 bool r/o Comparison function
result formula 10a

1BE6 7142 bool r/o Comparison function
result formula 11a

1BE7 7143 bool r/o Comparison function
result formula 12a

1BE8 7144 bool r/o Comparison function
result formula 13a

1BE9 7145 bool r/o Comparison function
result formula 14a
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Modbus PDU address Data type Access Data
1BEA 7146 bool r/o Comparison function

result formula 15a

1BEB 7147 bool r/o Comparison function
result formula 16a

a Mathematical formulas 9 to 16 are available only from device software version 304.04.01
onwards.

8.2.11 Logic formula
Modbus PDU address Data type Access Data
Hex. Dec.
15DD 5597 bool r/o Result logic formula

1
15DE 5598 bool r/o Result logic formula

2
15DF 5599 bool r/o Result logic formula

3
15E0 5600 bool r/o Result logic formula

4
15E1 5601 bool r/o Result logic formula

5
15E2 5602 bool r/o Result logic formula

6
15E3 5603 bool r/o Result logic formula

7
15E4 5604 bool r/o Result logic formula

8
1BEC 7148 bool r/o Result logic formula

9a

1BED 7149 bool r/o Result logic formula
10a

1BEE 7150 bool r/o Result logic formula
11a

1BEF 7151 bool r/o Result logic formula
12a

1BF0 7152 bool r/o Result logic formula
13a

1BF1 7153 bool r/o Result logic formula
14a

1BF2 7154 bool r/o Result logic formula
15a

1BF3 7155 bool r/o Result logic formula
16a

1BF4 7156 bool r/o Result logic formula
17a

1BF5 7157 bool r/o Result logic formula
18a

1BF6 7158 bool r/o Result logic formula
19a

1BF7 7159 bool r/o Result logic formula
20a

1BF8 7160 bool r/o Result logic formula
21a

1BF9 7161 bool r/o Result logic formula
22a

1BFA 7162 bool r/o Result logic formula
23a

1BFB 7163 bool r/o Result logic formula
24a
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Modbus PDU address Data type Access Data
1BFC 7164 bool r/o Result logic formula

25a

1BFD 7165 bool r/o Result logic formula
26a

1BFE 7166 bool r/o Result logic formula
27a

1BFF 7167 bool r/o Result logic formula
28a

1C00 7168 bool r/o Result logic formula
29a

1C01 7169 bool r/o Result logic formula
30a

15E5 5605 bool r/o Alarm logic formula
1

15E6 5606 bool r/o Alarm logic formula
2

15E7 5607 bool r/o Alarm logic formula
3

15E8 5608 bool r/o Alarm logic formula
4

15E9 5609 bool r/o Alarm logic formula
5

15EA 5610 bool r/o Alarm logic formula
6

15EB 5611 bool r/o Alarm logic formula
7

15EC 5612 bool r/o Alarm logic formula
8

1C02 7170 bool r/o Alarm logic formula
9a

1C03 7171 bool r/o Alarm logic formula
10a

1C04 7172 bool r/o Alarm logic formula
11a

1C05 7173 bool r/o Alarm logic formula
12a

1C06 7174 bool r/o Alarm logic formula
13a

1C07 7175 bool r/o Alarm logic formula
14a

1C08 7176 bool r/o Alarm logic formula
15a

1C09 7177 bool r/o Alarm logic formula
16a

1C0A 7178 bool r/o Alarm logic formula
17a

1C0B 7179 bool r/o Alarm logic formula
18a

1C0C 7180 bool r/o Alarm logic formula
19a

1C0D 7181 bool r/o Alarm logic formula
20a

1C0E 7182 bool r/o Alarm logic formula
21a

1C0F 7183 bool r/o Alarm logic formula
22a

1C10 7184 bool r/o Alarm logic formula
23a

1C11 7185 bool r/o Alarm logic formula
24a

1C12 7186 bool r/o Alarm logic formula
25a
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Modbus PDU address Data type Access Data
1C13 7187 bool r/o Alarm logic formula

26a

1C14 7188 bool r/o Alarm logic formula
27a

1C15 7189 bool r/o Alarm logic formula
28a

1C16 7190 bool r/o Alarm logic formula
29a

1C17 7191 bool r/o Alarm logic formula
30a

a Logic formulas 9 to 30 are available only from device software version 304.04.01
onwards.
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8.2.12 analysis inputs
Modbus PDU address Data type Access Data
Hex. Dec.
1645 5701 float r/o Measured value IN 7

uncomp.a

1647 5703 float r/o Measured value IN 8
uncomp.a

1649 5705 float r/o Measured value IN 9
uncomp.a

164B 5707 float r/o Measured value IN
10 uncomp.a

164D 5709 float r/o Measured value IN 7
compensatedb

164F 5711 float r/o Measured value IN 8
compensatedb

1651 5713 float r/o Measured value IN 9
compensatedb

1653 5715 float r/o Measured value IN
10 compensatedb

165D 5725 bool r/o Alarm 1 IN 7
165E 5726 bool r/o Alarm 1 IN 8
165F 5727 bool r/o Alarm 1 IN 9
1660 5728 bool r/o Alarm 1 IN 10
1661 5729 bool r/o Alarm 2 IN 7
1662 5730 bool r/o Alarm 2 IN 8
1663 5731 bool r/o Alarm 2 IN 9
1664 5732 bool r/o Alarm 2 IN 10
1665 5733 bool r/o Sensor alarm IN 7
1666 5734 bool r/o Sensor alarm IN 8
1667 5735 bool r/o Sensor alarm IN 9
1668 5736 bool r/o Sensor alarm IN 10
1669 5737 bool r/o Calibration IN 7

active
166A 5738 bool r/o Calibration IN 8

active
166B 5739 bool r/o Calibration IN 9

active
166C 5740 bool r/o Calibration IN 10

active
1679 5753 byte r/o Active measuring

range IN 7
167A 5754 byte r/o Active measuring

range IN 8
167B 5755 byte r/o Active measuring

range IN 9
167C 5756 byte r/o Active measuring

range IN 10

a The unit for uncompensated values (value of the electrical sensor signal) depends on
the type of the connected sensor for which the respective analysis input is configured.
b The unit for the values is based on the configuration for the respective analysis input.
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8.2.13 Universal inputs
Modbus PDU address Data type Access Data
Hex. Dec.
169A 5786 float r/o Measured value IN 6

uncomp.a

169C 5788 float r/o Measured value IN
11 uncomp.a

169E 5790 float r/o Measured value IN
12 uncomp.a

16A0 5792 float r/o Measured value IN 6
compensatedb

16A2 5794 float r/o Measured value IN
11 compensatedb

16A4 5796 float r/o Measured value IN
12 compensatedb

16A6 5798 bool r/o Alarm 1 IN 6
16A7 5799 bool r/o Alarm 1 IN 11
16A8 5800 bool r/o Alarm 1 IN 12
16A9 5801 bool r/o Alarm 2 IN 6
16AA 5802 bool r/o Alarm 2 IN 11
16AB 5803 bool r/o Alarm 2 IN 12
16AC 5804 bool r/o Calibration IN 6

active
16AD 5805 bool r/o Calibration IN 11

active
16AE 5806 bool r/o Calibration IN 12

active

a The unit for uncompensated values (value of the electrical sensor signal) depends on
the type of the connected sensor for which the respective analysis input is configured.
b The unit for the values is based on the configuration for the respective analysis input.

8.2.14 Temperature inputs
Modbus PDU address Data type Access Data
Hex. Dec.
16BB 5819 float r/o Measured

temperature value IN
4a

16BD 5821 float r/o Measured
temperature value IN
5a

16BF 5823 float r/o Sensor resistance IN
4a

16C1 5825 float r/o Sensor resistance IN
5a

16C3 5827 bool r/o Alarm 1 IN 4
16C4 5828 bool r/o Alarm 1 IN 5
16C5 5829 bool r/o Alarm 2 IN 4
16C6 5830 bool r/o Alarm 2 IN 5
16C7 5831 bool r/o Calibration IN 4

active
16C8 5832 bool r/o Calibration IN 5

active

a and is specified in the ‘Basic settings’ .
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8.2.15 Binary inputs
Modbus PDU address Data type Access Data
Hex. Dec.
16CC 5836 word r/o Pulse frequency flow

rate 1
16CD 5837 word r/o Pulse frequency flow

rate 2
16CF 5839 word r/o Pulse period flow

rate 1
16D0 5840 word r/o Pulse period flow

rate 2
16D1 5841 bool r/o Electrical logic signal

IN 1
16D2 5842 bool r/o Electrical logic signal

IN 2
16D3 5843 bool r/o Electrical logic signal

IN 3
16D4 5844 bool r/o Electrical logic signal

IN 13
16D5 5845 bool r/o Electrical logic signal

IN 14
16D6 5846 bool r/o Electrical logic signal

IN 15
16D7 5847 bool r/o Electrical logic signal

IN 16
16D8 5848 bool r/o Electrical logic signal

IN 17
16D9 5849 bool r/o Electrical logic signal

IN 18
16DA 5850 bool r/o Binary value IN 1
16DB 5851 bool r/o Binary value IN 2
16DC 5852 bool r/o Binary value IN 3
16DD 5853 bool r/o Binary value IN 13
16DE 5854 bool r/o Binary value IN 14
16DF 5855 bool r/o Binary value IN 15
16E0 5856 bool r/o Binary value IN 16
16E1 5857 bool r/o Binary value IN 17
16E2 5858 bool r/o Binary value IN 18
16E3 5859 bool r/o Alarm binary input 1
16E4 5860 bool r/o Alarm binary input 2
16E5 5861 bool r/o Alarm binary input 3
16E6 5862 bool r/o Alarm binary input

13
16E7 5863 bool r/o Alarm binary input

14
16E8 5864 bool r/o Alarm binary input

15
16E9 5865 bool r/o Alarm binary input

16
16EA 5866 bool r/o Alarm binary input

17
16EB 5867 bool r/o Alarm binary input

18
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8.2.16 Analog outputs
Modbus PDU address Data type Access Data
Hex. Dec.
16EC 5868 float r/o Value manual input OUT 4a

16EE 5870 float r/o Value manual input OUT 5a

16F0 5872 float r/o Value manual input OUT 6a

16F2 5874 float r/o Value manual input OUT 8a

16F4 5876 float r/o Value manual input OUT 10a

16F6 5878 float r/o Value manual input OUT 12a

16F8 5880 float r/o Value manual input OUT 14a

16FA 5882 float r/o Value manual input OUT 16a

16FC 5884 float r/o Value manual input OUT 18a

16FE 5886 bool r/o Manual mode OUT 4 active
16FF 5887 bool r/o Manual mode OUT 5 active
1700 5888 bool r/o Manual mode OUT 6 active
1701 5889 bool r/o Manual mode OUT 8 active
1702 5890 bool r/o Manual mode OUT 10 active
1703 5891 bool r/o Manual mode OUT 12 active
1704 5892 bool r/o Manual mode OUT 14 active
1705 5893 bool r/o Manual mode OUT 16 active
1706 5894 bool r/o Manual mode OUT 18 active
1707 5895 byte r/o Signal type with

value range OUT
4

Meaning of
integer values:
0 = 0 - 10 V

1 = 0 - 20 mA

2 = 4 - 20 mA

3 = 10 - 0 V

4 = 20 - 0 mA

5 = 20 - 4 mA

1708 5896 byte r/o Signal type with
value range OUT
5

1709 5897 byte r/o Signal type with
value range OUT
6

170A 5898 byte r/o Signal type with
value range OUT
8

170B 5899 byte r/o Signal type with
value range OUT
10

170C 5900 byte r/o Signal type with
value range OUT
12

170D 5901 byte r/o Signal type with
value range OUT
14

170E 5902 byte r/o Signal type with
value range OUT
16

170F 5903 byte r/o Signal type with
value range OUT
18

1710 5904 byte r/o Signal type OUT
4

Meaning of
integer values:
0 = Voltage
signal

1 = Current
signal

1711 5905 byte r/o Signal type OUT
5

1712 5906 byte r/o Signal type OUT
6

1713 5907 byte r/o Signal type OUT
8

1714 5908 byte r/o Signal type OUT
10

1715 5909 byte r/o Signal type OUT
12

1716 5910 byte r/o Signal type OUT
14
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Modbus PDU address Data type Access Data
1717 5911 byte r/o Signal type OUT

16
1718 5912 byte r/o Signal type OUT

18
1719 5913 float r/o Analog value electrical standard

signal OUT 4b

171B 5915 float r/o Analog value electrical standard
signal OUT 5b

171D 5917 float r/o Analog value electrical standard
signal OUT 6b

171F 5919 float r/o Analog value electrical standard
signal OUT 8b

1721 5921 float r/o Analog value electrical standard
signal OUT 10b

1723 5923 float r/o Analog value electrical standard
signal OUT 12b

1725 5925 float r/o Analog value electrical standard
signal OUT 14b

1727 5927 float r/o Analog value electrical standard
signal OUT 16b

1729 5929 float r/o Analog value electrical standard
signal OUT 18b

172B 5931 float r/o Analog value in percent OUT 41

172D 5933 float r/o Analog value in percent OUT 51

172F 5935 float r/o Analog value in percent OUT 61

1731 5937 float r/o Analog value in percent OUT 81

1733 5939 float r/o Analog value in percent OUT 101

1735 5941 float r/o Analog value in percent OUT 121

1737 5943 float r/o Analog value in percent OUT 141

1739 5945 float r/o Analog value in percent OUT 161

173B 5947 float r/o Analog value in percent OUT 181

173D 5949 bool r/o Behavior during calibration active
OUT 4

173E 5950 bool r/o Behavior during calibration active
OUT 5

173F 5951 bool r/o Behavior during calibration active
OUT 6

1740 5952 bool r/o Behavior during calibration active
OUT 8

1741 5953 bool r/o Behavior during calibration active
OUT 10

1742 5954 bool r/o Behavior during calibration active
OUT 12

1743 5955 bool r/o Behavior during calibration active
OUT 14

1744 5956 bool r/o Behavior during calibration active
OUT 16

1745 5957 bool r/o Behavior during calibration active
OUT 18

a Unit: percent
b The unit depends on the configuration of the respective analog
input.fm:Linefeed/>Voltage signals: Volt; Current signals: Milliamperes
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8.2.17 Binary outputs
Modbus PDU address Data type Access Data
Hex. Dec.
1746 5958 bool r/o Binary value OUT 1
1747 5959 bool r/o Binary value OUT 2
1748 5960 bool r/o Binary value OUT 3
1749 5961 bool r/o Binary value OUT 6
174A 5962 bool r/o Binary value OUT 7
174B 5963 bool r/o Binary value OUT 8
174C 5964 bool r/o Binary value OUT 9
174D 5965 bool r/o Binary value OUT 10
174E 5966 bool r/o Binary value OUT 11
174F 5967 bool r/o Binary value OUT 12
1750 5968 bool r/o Binary value OUT 13
1751 5969 bool r/o Binary value OUT 14
1752 5970 bool r/o Binary value OUT 15
1753 5971 bool r/o Binary value OUT 16
1754 5972 bool r/o Binary value OUT 17
1755 5973 bool r/o Binary value OUT 18
1756 5974 bool r/o Binary value OUT 19

8.2.18 Service data
Modbus PDU address Data type Access Data
Hex. Dec.
1757 5975 float r/o Battery voltagea

1759 5977 float r/o Board temperatureb

a Unit: Volts
b The temperature unit for the board temperature corresponds to the configured
temperature unit for device operation and is specified in the ‘Basic settings’ .

8.2.19 Hardware information

Modbus PDU address Data type Access Data

Meaning of
the integer
values

Hex. Dec.
175B 5979 byte r/o HW act.: Device

type
[0=surfacemount
1=control
cabinet]

0 = AQUIS
touch S

1 = AQUIS
touch P

175C 5980 byte r/o Display type 0 = 5.5“

1 = 3.5“
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8.2.20 External analog inputs
Modbus
PDU
address

Data
type Access Data

Hex. Dec.
17B2 6066 float r/w External analog input 1a For reading from and writing to the

external analog inputs17B4 6068 float r/w External analog input 2a

17B6 6070 float r/w External analog input 3a

17B8 6072 float r/w External analog input 4a

17BA 6074 float r/w External analog input 5a

17BC 6076 float r/w External analog input 6a

17BE 6078 float r/w External analog input 7a

17C0 6080 float r/w External analog input 8a

17C2 6082 float r/o Analog value external analog input
1a

Solely for reading the external
analog inputs after display range
check.

The values stored here are copied
from the addresses 0x17B2 to
0x17C0 and subjected to a display
range check.

17C4 6084 float r/o Analog value external analog input
2a

17C6 6086 float r/o Analog value external analog input
3a

17C8 6088 float r/o Analog value external analog input
4a

17CA 6090 float r/o Analog value external analog input
5a

17CC 6092 float r/o Analog value external analog input
6a

17CE 6094 float r/o Analog value external analog input
7a

17D0 6096 float r/o Analog value external analog input
8a

17D2 6098 bool r/o Alarm 1 external analog input 1
17D3 6099 bool r/o Alarm 1 external analog input 2
17D4 6100 bool r/o Alarm 1 external analog input 3
17D5 6101 bool r/o Alarm 1 external analog input 4
17D6 6102 bool r/o Alarm 1 external analog input 5
17D7 6103 bool r/o Alarm 1 external analog input 6
17D8 6104 bool r/o Alarm 1 external analog input 7
17D9 6105 bool r/o Alarm 1 external analog input 8
17DA 6106 bool r/o Alarm 2 external analog input 1
17DB 6107 bool r/o Alarm 2 external analog input 2
17DC 6108 bool r/o Alarm 2 external analog input 3
17DD 6109 bool r/o Alarm 2 external analog input 4
17DE 6110 bool r/o Alarm 2 external analog input 5
17DF 6111 bool r/o Alarm 2 external analog input 6
17E0 6112 bool r/o Alarm 2 external analog input 7
17E1 6113 bool r/o Alarm 2 external analog input 8

a The unit for the values is based on the configuration for the respective external analog
input.
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8.2.21 External binary inputs inputs
Modbus PDU address Data type Access Data
Hex. Dec.
17E2 6114 bool r/w Binary value

external binary input
1

17E3 6115 bool r/w Binary value
external binary input
2

17E4 6116 bool r/w Binary value
external binary input
3

17E5 6117 bool r/w Binary value
external binary input
4

17E6 6118 bool r/w Binary value
external binary input
5

17E7 6119 bool r/w Binary value
external binary input
6

17E8 6120 bool r/w Binary value
external binary input
7

17E9 6121 bool r/w Binary value
external binary input
8

17EA 6122 bool r/o Alarm external
binary input 1

17EB 6123 bool r/o Alarm external
binary input 2

17EC 6124 bool r/o Alarm external
binary input 3

17ED 6125 bool r/o Alarm external
binary input 4

17EE 6126 bool r/o Alarm external
binary input 5

17EF 6127 bool r/o Alarm external
binary input 6

17F0 6128 bool r/o Alarm external
binary input 7

17F1 6129 bool r/o Alarm external
binary input 8
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8.2.22 Collective alarm
Modbus PDU address Data type Access Data
Hex. Dec.
19A1 6561 bool r/o Collective alarm
19A2 6562 bool r/o Collective alarm

acknowledged
19A4 6564 bool r/o Memory alarm
19A5 6565 bool r/o User logged in
19A9 6569 bool r/o USB flash drive

inserted into host
interface

19AA 6570 bool r/o Profibus error
19AB 6571 bool r/o Battery empty
19AC 6572 bool r/o Battery weak
19AD 6573 bool r/o Calibration active
19AE 6574 bool r/o Controller manual

mode active
19AF 6575 bool r/o Temperature unit

device operation is
°F

8.2.23 Ethernet
Modbus PDU address Data type Access Data
Hex. Dec.
19C9 6601 byte r/o IP address 1st octet
19CA 6602 byte r/o IP address 2nd octet
19CB 6603 byte r/o IP address 3rd octet
19CC 6604 byte r/o IP address 4th octet

8.2.24 Modbus error
Modbus PDU address Data type Access Data
Hex. Dec.
19CD 6605 bool r/o COM1 error state
19CE 6606 word r/o COM1 last error

code
19CF 6607 bool r/o COM2 error state
19D0 6608 word r/o COM2 last error

code
19D1 6609 bool r/o Modbus/TCP Slave1

error state
19D2 6610 word r/o Modbus/TCP Slave1

last error code
19D3 6611 bool r/o Modbus/TCP Slave2

error state
19D4 6612 word r/o Modbus/TCP Slave2

last error code
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8.2.25 Versatronic digiLine
Introduction
The Versatronic supports, from device software version 304.03.01 with the Versatronic
digiLine protocol, the operation of digital sensors. The Versatronic communicates, as the
Versatronic digiLine master device, with the digital sensors on the Versatronic digiLine bus
and provisions data of the Versatronic digiLine bus as Modbus slave.
The sensor-specific variable assignments and Modbus addresses of the Versatronic
digiLine data are indicated in this chapter.

Analog values
Modbus PDU address Data type Access Data
Hex. Dec.
1A1F 6687 float r/o digital sensor 1:

Analog value 1
1A21 6689 float r/o digital sensor 1:

Analog value 2
1A23 6691 float r/o digital sensor 1:

Analog value 3
1A25 6693 float r/o digital sensor 1:

Analog value 4
1A27 6695 float r/o digital sensor 2:

Analog value 1
1A29 6697 float r/o digital sensor 2:

Analog value 2
1A2B 6699 float r/o digital sensor 2:

Analog value 3
1A2D 6701 float r/o digital sensor 2:

Analog value 4
1A2F 6703 float r/o digital sensor 3:

Analog value 1
1A31 6705 float r/o digital sensor 3:

Analog value 2
1A33 6707 float r/o digital sensor 3:

Analog value 3
1A35 6709 float r/o digital sensor 3:

Analog value 4
1A37 6711 float r/o digital sensor 4:

Analog value 1
1A39 6713 float r/o digital sensor 4:

Analog value 2
1A3B 6715 float r/o digital sensor 4:

Analog value 3
1A3D 6717 float r/o digital sensor 4:

Analog value 4
1A3F 6719 float r/o digital sensor 5:

Analog value 1
1A41 6721 float r/o digital sensor 5:

Analog value 2
1A43 6723 float r/o digital sensor 5:

Analog value 3
1A45 6725 float r/o digital sensor 5:

Analog value 4
1A47 6727 float r/o digital sensor 6:

Analog value 1
1A49 6729 float r/o digital sensor 6:

Analog value 2
1A4B 6731 float r/o digital sensor 6:

Analog value 3
1A4D 6733 float r/o digital sensor 6:

Analog value 4
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The variables in the address table above have different data assignments for the different
available sensor types.
The table below indicates the sensor-specific assignment of the analog values.

Variable Sensor type
Versatronic digiLine Versatronic ecoLine
pH ORP T O-DO NTU

Analog value 1 pH measured
value uncomp.

Input voltagea Temperature
measured value

Measured value
compensatedb

Turbidity
measured value

Analog value 2 pH measured
value
compensated

Measured valuec - Temperature
measured value

Temperature
measured value

Analog value 3 Temperature
measured valued

- - - -

Analog value 4 Sensor stress - - - -

a The input voltage is indicated as an uncalibrated raw value in mV.
b Measured value based on the configuration as a concentration value or as a saturation
value (see Versatronic).
c Measured value based on the configuration as a Redox potential in mV or as
a percentage concentration (see operating manual Versatronic).
d Only on sensors with integrated temperature probe and device version with Variopin
connection.

Count values
Modbus PDU address Data type Access Data
Hex. Dec.
1A4F 6735 float r/o Digital sensor 1

count value 1
1A51 6737 float r/o Digital sensor 1

count value 2
1A53 6739 float r/o Digital sensor 1

count value 3
1A55 6741 float r/o Digital sensor 1

count value 4
1A57 6743 float r/o Digital sensor 1

count value 5
1A59 6745 float r/o Digital sensor 1

count value 6
1A5B 6747 float r/o Digital sensor 1

count value 7
1A5D 6749 float r/o Digital sensor 1

count value 8
1A5F 6751 float r/o Digital sensor 1

count value 9
1A61 6753 float r/o Digital sensor 1

count value 10
1A63 6755 float r/o Digital sensor 2

count value 1
1A65 6757 float r/o Digital sensor 2

count value 2
1A67 6759 float r/o Digital sensor 2

count value 3
1A69 6761 float r/o Digital sensor 2

count value 4
1A6B 6763 float r/o Digital sensor 2

count value 5
1A6D 6765 float r/o Digital sensor 2

count value 6
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Modbus PDU address Data type Access Data
1A6F 6767 float r/o Digital sensor 2

count value 7
1A71 6769 float r/o Digital sensor 2

count value 8
1A73 6771 float r/o Digital sensor 2

count value 9
1A75 6773 float r/o Digital sensor 2

count value 10
1A77 6775 float r/o Digital sensor 3

count value 1
1A79 6777 float r/o Digital sensor 3

count value 2
1A7B 6779 float r/o Digital sensor 3

count value 3
1A7D 6781 float r/o Digital sensor 3

count value 4
1A7F 6783 float r/o Digital sensor 3

count value 5
1A81 6785 float r/o Digital sensor 3

count value 6
1A83 6787 float r/o Digital sensor 3

count value 7
1A85 6789 float r/o Digital sensor 3

count value 8
1A87 6791 float r/o Digital sensor 3

count value 9
1A89 6793 float r/o Digital sensor 3

count value 10
1A8B 6795 float r/o Digital sensor 4

count value 1
1A8D 6797 float r/o Digital sensor 4

count value 2
1A8F 6799 float r/o Digital sensor 4

count value 3
1A91 6801 float r/o Digital sensor 4

count value 4
1A93 6803 float r/o Digital sensor 4

count value 5
1A95 6805 float r/o Digital sensor 4

count value 6
1A97 6807 float r/o Digital sensor 4

count value 7
1A99 6809 float r/o Digital sensor 4

count value 8
1A9B 6811 float r/o Digital sensor 4

count value 9
1A9D 6813 float r/o Digital sensor 4

count value 10
1A9F 6815 float r/o Digital sensor 5

count value 1
1AA1 6817 float r/o Digital sensor 5

count value 2
1AA3 6819 float r/o Digital sensor 5

count value 3
1AA5 6821 float r/o Digital sensor 5

count value 4
1AA7 6823 float r/o Digital sensor 5

count value 5
1AA9 6825 float r/o Digital sensor 5

count value 6
1AAB 6827 float r/o Digital sensor 5

count value 7
1AAD 6829 float r/o Digital sensor 5

count value 8
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Modbus PDU address Data type Access Data
1AAF 6831 float r/o Digital sensor 5

count value 9
1AB1 6833 float r/o Digital sensor 5

count value 10
1AB3 6835 float r/o Digital sensor 6

count value 1
1AB5 6837 float r/o Digital sensor 6

count value 2
1AB7 6839 float r/o Digital sensor 6

count value 3
1AB9 6841 float r/o Digital sensor 6

count value 4
1ABB 6843 float r/o Digital sensor 6

count value 5
1ABD 6845 float r/o Digital sensor 6

count value 6
1ABF 6847 float r/o Digital sensor 6

count value 7
1AC1 6849 float r/o Digital sensor 6

count value 8
1AC3 6851 float r/o Digital sensor 6

count value 9
1AC5 6853 float r/o Digital sensor 6

count value 10

The variables in the address table above have different data assignments for the different
available sensor types.
The table below indicates the sensor-specific assignment of the count values.

Variable Sensor type
Versatronic digiLine Versatronic ecoLine
pH ORP T O-DO NTU

Count value 1 Number CIP - - - -
Count value 2 Number SIP - - - -
Count value 3 Number min.

temp.
- - - -

Count value 4 Number max.
temp.

- - - -

Count value 5 Number min. pH - - - -
Count value 6 Number max. pH - - - -
Count value 7 Duration min.

temp.a
- - - -

Count value 8 Duration max.
temp.a

- - - -

Count value 9 Duration min.
pHa

- - - -

Count value 10 Duration max.
pHa

- - - -

a The ‘duration’  counters count in minutes.
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Alarms
Modbus PDU address Data type Access Data
Hex. Dec.
1AC7 6855 bool r/o Digital sensor 1

alarm 1
1AC8 6856 bool r/o Digital sensor 2

alarm 1
1AC9 6857 bool r/o Digital sensor 3

alarm 1
1ACA 6858 bool r/o Digital sensor 4

alarm 1
1ACB 6859 bool r/o Digital sensor 5

alarm 1
1ACC 6860 bool r/o Digital sensor 6

alarm 1
1ACD 6861 bool r/o Digital sensor 1

alarm 2
1ACE 6862 bool r/o Digital sensor 2

alarm 2
1ACF 6863 bool r/o Digital sensor 3

alarm 2
1AD0 6864 bool r/o Digital sensor 4

alarm 2
1AD1 6865 bool r/o Digital sensor 5

alarm 2
1AD2 6866 bool r/o Digital sensor 6

alarm 2

Sensor failure
Modbus PDU address Data type Access Data
Hex. Dec.
1AD3 6867 bool r/o Digital sensor 1

sensor failure
1AD4 6868 bool r/o Digital sensor 2

sensor failure
1AD5 6869 bool r/o Digital sensor 3

sensor failure
1AD6 6870 bool r/o Digital sensor 4

sensor failure
1AD7 6871 bool r/o Digital sensor 5

sensor failure
1AD8 6872 bool r/o Digital sensor 6

sensor failure

Calibration signals
Modbus PDU address Data type Access Data
Hex. Dec.
1AD9 6873 bool r/o Digital sensor 1

calibration signal
1ADA 6874 bool r/o Digital sensor 2

calibration signal
1ADB 6875 bool r/o Digital sensor 3

calibration signal
1ADC 6876 bool r/o Digital sensor 4

calibration signal
1ADD 6877 bool r/o Digital sensor 5

calibration signal
1ADE 6878 bool r/o Digital sensor 6

calibration signal
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Binary values
Modbus PDU address Data type Access Data
Hex. Dec.
1ADF 6879 bool r/o Digital sensor 1

binary value 1
1AE0 6880 bool r/o Digital sensor 1

binary value 2
1AE1 6881 bool r/o Digital sensor 1

binary value 3
1AE2 6882 bool r/o Digital sensor 1

binary value 4
1AE3 6883 bool r/o Digital sensor 1

binary value 5
1AE4 6884 bool r/o Digital sensor 1

binary value 6
1AE5 6885 bool r/o Digital sensor 1

binary value 7
1AE6 6886 bool r/o Digital sensor 1

binary value 8
1AE7 6887 bool r/o Digital sensor 1

binary value 9
1AE8 6888 bool r/o Digital sensor 1

binary value 10
1AE9 6889 bool r/o Digital sensor 1

binary value 11
1AEA 6890 bool r/o Digital sensor 1

binary value 12
1AEB 6891 bool r/o Digital sensor 1

binary value 13
1AEC 6892 bool r/o Digital sensor 1

binary value 14
1AED 6893 bool r/o Digital sensor 1

binary value 15
1AEE 6894 bool r/o Digital sensor 1

binary value 16
1AEF 6895 bool r/o Digital sensor 2

binary value 1
1AF0 6896 bool r/o Digital sensor 2

binary value 2
1AF1 6897 bool r/o Digital sensor 2

binary value 3
1AF2 6898 bool r/o Digital sensor 2

binary value 4
1AF3 6899 bool r/o Digital sensor 2

binary value 5
1AF4 6900 bool r/o Digital sensor 2

binary value 6
1AF5 6901 bool r/o Digital sensor 2

binary value 7
1AF6 6902 bool r/o Digital sensor 2

binary value 8
1AF7 6903 bool r/o Digital sensor 2

binary value 9
1AF8 6904 bool r/o Digital sensor 2

binary value 10
1AF9 6905 bool r/o Digital sensor 2

binary value 11
1AFA 6906 bool r/o Digital sensor 2

binary value 12
1AFB 6907 bool r/o Digital sensor 2

binary value 13
1AFC 6908 bool r/o Digital sensor 2

binary value 14
1AFD 6909 bool r/o Digital sensor 2

binary value 15
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Modbus PDU address Data type Access Data
1AFE 6910 bool r/o Digital sensor 2

binary value 16
1AFF 6911 bool r/o Digital sensor 3

binary value 1
1B00 6912 bool r/o Digital sensor 3

binary value 2
1B01 6913 bool r/o Digital sensor 3

binary value 3
1B02 6914 bool r/o Digital sensor 3

binary value 4
1B03 6915 bool r/o Digital sensor 3

binary value 5
1B04 6916 bool r/o Digital sensor 3

binary value 6
1B05 6917 bool r/o Digital sensor 3

binary value 7
1B06 6918 bool r/o Digital sensor 3

binary value 8
1B07 6919 bool r/o Digital sensor 3

binary value 9
1B08 6920 bool r/o Digital sensor 3

binary value 10
1B09 6921 bool r/o Digital sensor 3

binary value 11
1B0A 6922 bool r/o Digital sensor 3

binary value 12
1B0B 6923 bool r/o Digital sensor 3

binary value 13
1B0C 6924 bool r/o Digital sensor 3

binary value 14
1B0D 6925 bool r/o Digital sensor 3

binary value 15
1B0E 6926 bool r/o Digital sensor 3

binary value 16
1B0F 6927 bool r/o Digital sensor 4

binary value 1
1B10 6928 bool r/o Digital sensor 4

binary value 2
1B11 6929 bool r/o Digital sensor 4

binary value 3
1B12 6930 bool r/o Digital sensor 4

binary value 4
1B13 6931 bool r/o Digital sensor 4

binary value 5
1B14 6932 bool r/o Digital sensor 4

binary value 6
1B15 6933 bool r/o Digital sensor 4

binary value 7
1B16 6934 bool r/o Digital sensor 4

binary value 8
1B17 6935 bool r/o Digital sensor 4

binary value 9
1B18 6936 bool r/o Digital sensor 4

binary value 10
1B19 6937 bool r/o Digital sensor 4

binary value 11
1B1A 6938 bool r/o Digital sensor 4

binary value 12
1B1B 6939 bool r/o Digital sensor 4

binary value 13
1B1C 6940 bool r/o Digital sensor 4

binary value 14
1B1D 6941 bool r/o Digital sensor 4

binary value 15
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Modbus PDU address Data type Access Data
1B1E 6942 bool r/o Digital sensor 4

binary value 16
1B1F 6943 bool r/o Digital sensor 5

binary value 1
1B20 6944 bool r/o Digital sensor 5

binary value 2
1B21 6945 bool r/o Digital sensor 5

binary value 3
1B22 6946 bool r/o Digital sensor 5

binary value 4
1B23 6947 bool r/o Digital sensor 5

binary value 5
1B24 6948 bool r/o Digital sensor 5

binary value 6
1B25 6949 bool r/o Digital sensor 5

binary value 7
1B26 6950 bool r/o Digital sensor 5

binary value 8
1B27 6951 bool r/o Digital sensor 5

binary value 9
1B28 6952 bool r/o Digital sensor 5

binary value 10
1B29 6953 bool r/o Digital sensor 5

binary value 11
1B2A 6954 bool r/o Digital sensor 5

binary value 12
1B2B 6955 bool r/o Digital sensor 5

binary value 13
1B2C 6956 bool r/o Digital sensor 5

binary value 14
1B2D 6957 bool r/o Digital sensor 5

binary value 15
1B2E 6958 bool r/o Digital sensor 5

binary value 16
1B2F 6959 bool r/o Digital sensor 6

binary value 1
1B30 6960 bool r/o Digital sensor 6

binary value 2
1B31 6961 bool r/o Digital sensor 6

binary value 3
1B32 6962 bool r/o Digital sensor 6

binary value 4
1B33 6963 bool r/o Digital sensor 6

binary value 5
1B34 6964 bool r/o Digital sensor 6

binary value 6
1B35 6965 bool r/o Digital sensor 6

binary value 7
1B36 6966 bool r/o Digital sensor 6

binary value 8
1B37 6967 bool r/o Digital sensor 6

binary value 9
1B38 6968 bool r/o Digital sensor 6

binary value 10
1B39 6969 bool r/o Digital sensor 6

binary value 11
1B3A 6970 bool r/o Digital sensor 6

binary value 12
1B3B 6971 bool r/o Digital sensor 6

binary value 13
1B3C 6972 bool r/o Digital sensor 6

binary value 14
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Modbus PDU address Data type Access Data
1B3D 6973 bool r/o Digital sensor 6

binary value 15
1B3E 6974 bool r/o Digital sensor 6

binary value 16

The variables in the address table above have different data assignments for the different
available sensor types.
The table below indicates the sensor-specific assignment of the binary values.

Variable Sensor type
Versatronic digiLine Versatronic ecoLine
pH ORP T O-DO NTU

Binary value 1 pH sensor alarm ORP sensor
alarm

Temperature
sensor alarm

Warning:
Measured value
outside the
specification

Warning:
Measured value
outside the
specification

Binary value 2 Temperature
sensor alarm

Calibration timer
alarm

Binary input
state

Warning:
Measurement
interrupted

Warning:
Extraneous light

Binary value 3 pH min. warning Binary input
state

- Error:
Measurement
impossible

Error:
Measurement
impossible

Binary value 4 pH min. alarm - - Error: Membrane
cap missing

Error:
Extraneous light

Binary value 5 pH max. warning - - - -
Binary value 6 pH max. alarm  - - -

Binary value 7 Min. temperature
warning

 - - -

Binary value 8 Min. temperature
alarm

- - - -

Binary value 9 Max.
temperature
warning

- - - -

Binary value 10 Max.
temperature
alarm

- - - -

Binary value 11 Calibration timer
alarm

- - - -

Binary value 12 CIP/SIP/
Autoclaving
warning

- - - -

Binary value 13 CIP/SIP/
Autoclaving
alarm

- - - -

Binary value 14 Sensor stress
warning

- - - -

Binary value 15 Sensor stress
alarm

- - - -

Binary value 16 Binary input
state

- - - -

Bus status
Modbus PDU address Data type Access Data
Hex. Dec.
1B3F 6975 byte r/o digiLine bus

status
Meaning of the
byte valuesa:

0 = Error (red)

1 = fault (yellow)

2 = Ok (green)

a Further information on the bus status can be found in the operating manual for the
Versatronic.
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Sensor status
Modbus PDU address Data type Access Data
Hex. Dec.
1B40 6976 byte r/o Digital sensor, 1

link status
Meaning of the
byte valuesa:
0 = NoLink (red)

1 = Install
(yellow)

2 = LinkActive
(green)

1B41 6977 byte r/o Digital sensor, 2
link status

1B42 6978 byte r/o Digital sensor, 3
link status

1B43 6979 byte r/o Digital sensor, 4
link status

1B44 6980 byte r/o Digital sensor, 5
link status

1B45 6981 byte r/o Digital sensor, 6
link status

a Further information on the link status of digital sensors can be found in the operating
manual for the Versatronic and the respective Versatronic (Type 202705).

Last error code
Modbus PDU address Data type Access Data
Hex. Dec.
1B46 6982 word r/o Digital sensor 1 last

error code
1B47 6983 word r/o Digital sensor 2 last

error code
1B48 6984 word r/o Digital sensor 3 last

error code
1B49 6985 word r/o Digital sensor 4 last

error code
1B4A 6986 word r/o Digital sensor 5 last

error code
1B4B 6987 word r/o Digital sensor 6 last

error code

For further information regarding the handling of the error codes listed here, see:
Ä Chapter 3.8.3  ‘Error codes as integer feedback values’ on page 27.
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