
Hygienic Products

DIN BLANK

PART NO.	 SIZE

16AMP-R100DIN	 DN25
16AMP-R150DIN	 DN40
16AMP-R200DIN	 DN50
16AMP-R250DIN	 DN65
16AMP-R300DIN	 DN80
16AMP-R400DIN	 DN100

DIN BLANK NUT WITH CHAIN

PART NO.	 SIZE

13RBN-G100DIN	 DN25
13RBN-G150DIN	 DN40
13RBN-G200DIN	 DN50
13RBN-G250DIN	 DN65
13RBN-G300DIN	 DN80
13RBN-G400DIN	 DN100

DIN SPANNER

PART NO.	 SIZE	 A

DIN-SMS-60/90SP	 1”- 11/2”	 11.00
DIN-SMS-90/155SP	 2”- 4”	 13.00

DIN ROUND NUT 11851 4 SLOTS

PART NO.	 SIZE	 A (mm)	 B (mm)	C  (mm)

13R-G100DIN	 DN25	 63	 52 x 1/6	 21	
13R-G150DIN	 DN40	 78	 65 x 1/6	 21
13R-G200DIN	 DN50	 92	 78 x 1/6	 22 
13R-G250DIN	 DN65	 112	 95 x 1/6	 25
13R-G300DIN	 DN80	 127	 110 x 1/4	 30
13R-G400DIN	 DN100	 148	 130 x 1/4	 31

Please note: Blanks can only be used with a matching nut.

For use on DIN or SMS Rounded Nuts.
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Please note: for sizes of 2.5" and over this nut has 6 slots

DIN 11851/11887, Couplings and Gaskets
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DIN WELD IMPERIAL

PART NO.	 SIZE	 A (mm)	 B (mm)	C  (mm)

15A-R100DIN	 DN25	 25.4	 22.1	 52 x 1/6
15A-R150DIN	 DN40	 38.1	 34.8	 65 x 1/6
15A-R200DIN	 DN50	 50.8	 47.5	 78 x 1/6
15A-R250DIN	 DN65	 63.5	 60.2	 95 x 1/6
15A-R300DIN	 DN80	 76.2	 72.9	 110 x 1/4
15A-R400DIN	 DN100	 101.6	 97.6	 130 x 1/4

DIN WELD LINER IMPERIAL

PART NO.	 SIZE	 A (mm)	 B (mm)	C  (mm)

14A-R100DIN	 DN25	 25.4	 22.1	 44
14A-R150DIN	 DN40	 38.1	 34.8	 56
14A-R200DIN	 DN50	 50.8	 47.5	 68
14A-R250DIN	 DN65	 63.5	 60.2	 86
14A-R300DIN	 DN80	 76.2	 72.9	 100
14A-R400DIN	 DN100	 101.6	 97.6	 121

DIN WELD MALE METRIC

PART NO.	 SIZE	 A (mm)	 B (mm)	C  (mm)

15A-R100DINM	 DN25	 29	 26	 52 x 1/6
15A-R150DINM	 DN40	 41	 38	 65 x 1/6
15A-R200DINM	 DN50	 53	 50	 78 x 1/6 
15A-R250DINM	 DN65	 70	 66	 95 x 1/6
15A-R300DINM	 DN80	 85	 81	 110 x 1/4
15A-R400DINM	 DN100	 104	 100	 130 x 1/4

DIN WELD LINER METRIC

PART NO.	 SIZE	 A (mm)	 B (mm)	C  (mm)

14A-R100DINM	 DN25	 29	 26	 44
14A-R150DINM	 DN40	 41	 38	 56
14A-R200DINM	 DN50	 53	 50	 68
14A-R250DINM	 DN65	 70	 66	 86
14A-R300DINM	 DN80	 85	 81	 100	
14A-R400DINM	 DN100	 104	 100	 121
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HOLEDALL® DIN EXTERNAL CRIMP STEM

PART NO.	 SIZE

FEMALE
HA0239	 DN25
HA0240	 DN40
HA0241	 DN50
HA0242	 DN65
HA0243	 DN80
HA0298	 DN100

MALE
HA0234	 DN25
HA0235	 DN40
HA0236	 DN50
HA0237	 DN65
HA0238	 DN80
HA0297	 DN100

HOLEDALL® DIN EXTERNAL CRIMP FERRULES

PART NO.	 SIZE		  Hose OD Range (mm)
From		 To

F16G-1453	 DN25	 35.7		 36.5
F16G-1500	 DN25	 36.9		 37.7
F16G-1547	 DN25	 38.1		 38.9
F16G-1594	 DN25	 39.3		 40.1
F16G-1641	 DN25	 40.5		 41.3

F24G-1969	 DN40	 48.4		 49.6
F24G-2031	 DN40	 50.0		 51.2
F24G-2094	 DN40	 51.6		 52.8
F24G-2156	 DN40	 53.2		 54.4

F32G-2531	 DN50	 62.7		 63.9
F32G-2594	 DN50	 64.3		 65.5
F32G-2656	 DN50	 65.9		 67.1
F32G-2719	 DN50	 67.4		 68.7

F40G-3070	 DN65	 76.1		 78.1 
F40G-3150	 DN65	 78.1		 80.1
F40G-3268	 DN65	 81.1		 83.1	

F48G-3525	 DN80	 91.7		 92.9
F48G-3688	 DN80	 92.1		 93.3
F48G-3750	 DN80	 93.6		 94.9
F48G-3813	 DN80	 95.2		 96.5
F48G-3875	 DN80	 96.8		 98.0
F48G-3938	 DN80	 98.4		 99.6

F64G-3625	 DN100	 117.5		 118.7
F64G-4750	 DN100	 119.0		 120.3
F64G-4813	 DN100	 120.6		 121.9
F64G-4875	 DN100	 122.2		 123.5
F64G-4938	 DN100	 123.8		 125.0

Please note: All stems are manufactured to suit inch bore hoses (not metric hose bores).
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Please call for all your other DIN requirements.  Many other parts available.

GASKET FOR DIN / Silicone

PART NO.	 SIZE	 ID	O D

40MP-S20MDIN	 DN20	 23	 33
40MP-S25MDIN	 DN25	 30	 40
40MP-S32MDIN	 DN32	 36	 46
40MP-S40MDIN	 DN40	 42	 52
40MP-S50MDIN	 DN50	 54	 64
40MP-S65MDIN	 DN65	 71	 81
40MP-S80MDIN	 DN80	 85	 95
40MP-S100MDIN	 DN100	 104	 114

GASKET FOR DIN / EPDM

PART NO.	 SIZE	 ID	O D

40MP-E20MDIN	 DN20	 23	 33
40MP-E25MDIN	 DN25	 30	 40
40MP-E32MDIN	 DN32	 36	 46
40MP-E40MDIN	 DN40	 42	 52
40MP-E50MDIN	 DN50	 54	 64
40MP-E65MDIN	 DN65	 71	 81
40MP-E80MDIN	 DN80	 85	 95
40MP-E100MDIN	 DN100	 104	 114

GASKET FOR DIN / Viton®

PART NO.	 SIZE	 ID	O D

40MP-V20MDIN	 DN20	 23	 33
40MP-V25MDIN	 DN25	 30	 40
40MP-V32MDIN	 DN32	 36	 46
40MP-V40MDIN	 DN40	 42	 52
40MP-V50MDIN	 DN50	 54	 64
40MP-V65MDIN	 DN65	 71	 81
40MP-V80MDIN	 DN80	 85	 95
40MP-V100MDIN	 DN100	 104	 114

GASKET FOR DIN / BUNA

PART NO.	 SIZE	 ID	O D

40MP-U20MDIN	 DN20	 23	 33
40MP-U25MDIN	 DN25	 30	 40
40MP-U32MDIN	 DN32	 36	 46
40MP-U40MDIN	 DN40	 42	 52
40MP-U50MDIN	 DN50	 54	 64
40MP-U65MDIN	 DN65	 71	 81
40MP-U80MDIN	 DN80	 85	 95
40MP-U100MDIN	 DN100	 104	 114
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Product Specifications

Size Range:	 1/2“ to 12“ O.D.

Materials:	 G-304 Stainless Steel. 

R-316L Stainless Steel.

Finish: 3A and UK Dairy as standard. 

Other finishes available.

Note: all non-wetted parts are in 304. Example hex nuts, clamps, pipe hangers, actuator castings.

Note:  �Additional Improvements to the surface finish require buffing and further electropolishing.   

The effect is to improve the existing surface by about 50%.

Finish Specifications

Process	 RA micro inches	 RA microns	 ISO Designation

150 grit	 30 –35	 0.720 – 0.875	 N4

150 grit & Electropolish	 12 - 20	 0.300 – 0.500	

180 grit	 20 – 25	 0.500– 0.625	

180 grit & Electropolish	 10 - 16	 0.250 – 0.400

240 grit	 15 – 20	 0.375 – 0.500	 N5

240 grit & Electropolish	 8 - 12	 0.200 – 0.300	

340 grit	 8 – 12	 0.200 – 0.300	 N6

340 grit & Electropolish	 6 - 12	 0.150 – 0.300	

Finish Designations for Tubing and Fittings

Finish Number	 Finish Conditions

1 Mill Finish (bright annealed, pickled, sand blasted or tumbled).

3 w 180 grit inside diameter (ID) only.

5 Polished 150 grit outside diameter (OD) only. UK Dairy Standard.

7 Polished 180 grit outside / inside diameter (OD/ID).

3A Polished 150 grit outside diameter (OD),180 grit inside diameter (ID). 

MATERIAL BUNA EPDM VIToN® PTFE SILIcoNE

Temperature -50°C to 120°C -48°C to 135°C -30°C to 200°C -35°C to 140°C -35°C to 230°C

Acid Good Good to Good to Good to Poor to 
Excellent Excellent Excellent Good

Alkali Fair to Good to Poor to Excellent Poor to 
Good Excellent Good Fair

Fats/oils Good to Poor* Good to Excellent Poor to 
Excellent Excellent Good

Taste Good Good Good Excellent Good

odour Good Good Good Excellent Good

Abrasion Excellent Good Good Fair Good 
Resistance

compression Good Fair Good to Cold Flows Good to 
Set Excellent Excellent

ELASToMER AND THERMoPLASTIc cHARAcTERISTIcS




